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IEC 60825-1:2014
<1mW, 650 nm

Laser Radiation
Do not stare into beam
L Class 2 laser product

GLM 100-25C
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English

Safety Instructions

Allinstructions must be read and observed in order for
the measuring tool to function safely. The safeguards in-
tegrated into the measuring tool may be compromised if
the measuring tool is not used in accordance with these
instructions. Never make warning signs on the measuring
tool unrecognisable. SAVE THESE INSTRUCTIONS FOR FUTURE REFERENCE AND IN-

CLUDE THEM WITH THE MEASURING TOOL WHEN TRANSFERRING IT TO A THIRD

PARTY.

» Warning! If operating or adjustment devices other than those specified here are
used or other procedures are carried out, this can lead to dangerous exposure to
radiation.

» The measuring tool is delivered with a laser warning sign (marked in the illustra-
tion of the measuring tool on the graphics page).

» If the text of the laser warning label is not in your national language, stick the
provided warning label in your national language over it before operating for the
first time.

Do not direct the laser beam at persons or animals and do not stare
into the direct or reflected laser beam yourself. You could blind
somebody, cause accidents or damage your eyes.

» If laser radiation hits your eye, you must close your eyes and immediately turn
your head away from the beam.

» Do not make any modifications to the laser equipment.

» Do not use the laser goggles (accessory) as protective goggles. The laser goggles
make the laser beam easier to see; they do not protect you against laser radiation.

» Do not use the laser goggles (accessory) as sunglasses or while driving. The laser
goggles do not provide full UV protection and impair your ability to see colours.

» Have the measuring tool serviced only by a qualified specialist using only original
replacement parts. This will ensure that the safety of the measuring tool is main-
tained.

Bosch Power Tools 160992A7E1|(14.12.2021)



6| English

» Do not let children use the laser measuring tool unsupervised. They could uninten-
tionally blind themselves or other persons.

» Do not use the measuring tool in explosive atmospheres which contain flammable
liquids, gases or dust. Sparks may be produced inside the measuring tool, which can
ignite dust or fumes.

» The measuring tool is equipped with a wireless interface. Local operating restric-
tions, e.g. in aeroplanes or hospitals, must be observed.

The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth

SIG, Inc. and any use of such marks by Robert Bosch Power Tools GmbH is under li-

cense.

» Caution! When using the measuring tool with Bluetooth®, a fault may occur in
other devices and systems, aeroplanes and medical devices (e.g. pacemakers,
hearing aids). Also, damage to people and animals in the immediate vicinity can-
not be completely excluded. Do not use the measuring tool with Bluetooth® in the
vicinity of medical devices, petrol stations, chemical plants, areas with a poten-
tially explosive atmosphere and in blasting areas. Do not use the measuring tool
with Bluetooth® on aeroplanes. Avoid using the product near your body for exten-
ded periods.

» Do not use the measuring tool to photograph any people or animals, as this can in-
volve the laser beam being continuously switched on. You could blind somebody or
cause accidents or eye damage with the laser beam switched on.

» Do not use the measuring tool if the display glass is visibly damaged (e.g. cracks
in the surface, etc.). This poses a risk of injury.

Keep the measuring tool and the magnetic accessories away from
implants and other medical devices, e.g. pacemakers or insulin
pumps. The magnets inside the measuring tool and accessories gener-
ate a field that can impair the function of implants and medical devices.

» Keep the measuring tool and the magnetic accessories away from magnetic data
storage media and magnetically sensitive devices. The effect of the magnets inside
the measuring tool and accessories can lead to irreversible data loss.

Product Description and Specifications

Please unfold the fold-out page with the diagram of the measuring tool and leave it open
while reading the instruction manual.

160992A7E1|(14.12.2021) Bosch Power Tools
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Intended Use

The measuring tool is intended for measuring distances, lengths, heights, clearances and
inclines, and for calculating areas and volumes.

The measuring tool is suitable for indoor and outdoor use.
The measuring results can be transferred to other devices via Bluetooth®.

Product Features

The numbering of the product features refers to the representation of the measuring tool
in the images.

(1) Display

(2) A\ Measuring button
(3) B Right soft button
(4) P> Plus button

(5) Q_ Zoom button

(6) Carrying strap mount
(7) Stop pin release button
(8) Stop pin

(9) ® On/off button

(10) €5 Targetdisplay button
(11) < Minus button

(12)  wa Left soft button

(13)  &n3Function button

(14) Laser warning label

(15) Serial number

(16) Battery compartment cover
(17) 1/4" tripod thread

(18) Reception lens

(19) Laser beam output

Bosch Power Tools 160992A7E1|(14.12.2021)
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(20)
(21)
(22)
(23)
(24)
(25)
(26)

Camera

Protective bag

Screw cap
Non-rechargeable batteries
Laser target plate”

Laser viewing glasses”
Tripod”

A) Accessories shown or described are not included with the product as standard. You can find

the complete selection of

ies in our

Display elements

(a)
(b)
(c)
(d)
(e)
(f)

(g)
(h)
(0]

()]

(k)
(U]

(m)
(n)
(o)
(p)
(a)

Result line

Target display (crosshairs)
Slope angle display
Date/time

Reference level of measurement

Bluetooth’ status

Bluetooth’ not activated

3 9) Bluetooth’ activated, connection established

Battery charge indicator
Measured value lines
Basic settings

Measuring function display
Internal Memory

Back

Integrated help function
Start screen

Further basic settings menu
Basic settings menu
Measuring functions menu

160992A7E1[(14.12.2021)
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Technical data

Digital laser measure GLM 100-25C
Article number 3601K72Y..
Measuring range” 0.08-100m
Measuring range (unfavourable conditions)® 0.08-60m
Measuring accuracy” +1.5mm
Measuring accuracy (unfavourable conditions)® +3.0mm
Smallest display unit 0.5mm

Indirect distance measurement and spirit level

Measuring range

0°-360° (4 x 90°)

Grade measurement

Measuring range

0°-360° (4 x 90°)

Measuring accuracy®” +0.2°
Smallest display unit 0.1°
General

Operating temperature® -10°Cto+45°C
Storage temperature -20°Cto+70°C
Relative air humidity max. 90 %
Max. altitude 2000 m
Pollution degree according to [EC 61010-1 DR
Laser class 2
Laser type 650 nm, < 1 mwW

Divergence of the laser beam

< 1.5 mrad (full angle)

Automatic switch-off after approx.

- Laser 20s
- Measuring tool (without measurement) 5min
Non-rechargeable batteries 3x1.5VLR6 (AA)
Weight according to EPTA-Procedure 01:2014 0.23 kg

Protection rating

IP 54 (dust and splash-proof)

Dimensions

142 (176) x 64 x 28 mm

Bosch Power Tools
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Digital laser measure GLM 100-25C

Data transmission

Bluetooth® Bluetooth® 4.2
Low Energy®

Operating frequency range 2402-2480 MHz

Max. transmission power 8mW

A)  When measuring from the front edge of the measuring tool, this applies for high reflectivity of the
target (e.g. a wall painted white), weak background lighting and a 25 °C operating temperature; a
distance-dependent deviation of +0.05 mm/m must additionally be factored in.

B) When measuring from the front edge of the measuring tool, this applies for high reflectivity of the
target (e.g. a wall painted white), strong background lighting, 25 °C operating temperature and
large altitudes. In addition, a deviation of +0.15 mm/m must be taken into account, depending on
the distance.

C) Atan operating temperature of 25 °C

D) After user calibration at 0° and 90°; An additional grade error of +0.01°/degree to 45° (max.) has
to be taken into account. The left-hand side of the measuring tool serves as the reference level for
grade measurement.

E) Incontinuous measurement mode, the max. operating temperature is +40 °C.

F) Only non-conductive deposits occur, whereby occasional temporary conductivity caused by con-

densation is expected.

When using Bluetooth® Low Energy devices, it may not be possible to establish a connection de-

pending on the model and operating system. Bluetooth® tools must support the GATT profile.

The serial number (15) on the type plate is used to clearly identify your measuring tool.

G

Inserting/Changing the Battery

Using alkali-manganese or nickel metal hydride rechargeable batteries (especially at low
operating temperatures) is recommended for operation of the measuring tool.

With 1.2 Vrechargeable batteries, more measurements may be possible than with 1.5V
batteries, depending on the capacity.

» Press the release button (7) and swing out the stop pin (8) by 180°.

» To open the battery compartment cover (16), flip the screw cap (23) upand turnita
quarter rotation anticlockwise.
» Lift the battery compartment cover (16) on the screw cap (23).

» Insert the batteries or rechargeable batteries.

1609 92A7E1[(14.12.2021) Bosch Power Tools
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Always replace all the batteries/rechargeable batteries at the same time. Only use
batteries/rechargeable batteries from the same manufacturer and which have the
same capacity.

When inserting the batteries, ensure that the polarity is correct according to the il-
lustration on the inside of the battery compartment.

When the empty battery symbol first appears on the display, only a limited number of
measurements are still possible.

When the battery symbol is empty and flashes red, no further measurements are possible.

Replace the batteries or rechargeable batteries.

» Take the batteries out of the measuring tool when you are not using it for a pro-
longed period of time. The batteries can corrode and self-discharge during prolonged
storage.

Operation
Start-Up

» Never leave the measuring tool unattended when switched on, and ensure the
measuring tool is switched off after use. Others may be dazzled by the laser beam.

» Protect the measuring tool from moisture and direct sunlight.

» Do not expose the measuring tool to any extreme temperatures or variations in
temperature. For example, do not leave it in a car for extended periods of time. In case
of large variations in temperature, allow the measuring tool to adjust to the ambient
temperature before putting it into operation. The precision of the measuring tool may
be compromised if exposed to extreme temperatures or variations in temperature.

» Avoid substantial knocks to the measuring tool and avoid dropping it. After strong
external influences on the measuring tool, you should always carry out an accuracy
check (see "Accuracy Check", page 36) before further work.

Switching On and Off

» Press the 4\ button to switch the measuring tool and the laser on.
You can also switch on the measuring tool without the laser by pressing the é button.
» Press and hold the (f) button to switch off the measuring tool.

The measured values and device settings in the memory are retained.

Bosch Power Tools 160992A7E1|(14.12.2021)



12| English

Camera

Press the {}} button to switch the camera on or off.

The selected setting remains saved after you switch off the measuring tool.

For larger distances (approx. > 5 m), a target marking is additionally shown for marking
the measuring point.

Optimisation of the Visibility of the Laser Point

Especially when using the measuring tool outdoors in direct sunlight, but also for long
stretches indoors, it may be that the laser point is not visible. Switch the camera on. The
visibility of the laser point/measurement target can additionally be improved by:

- Setting the display brightness (see "Setting Display Brightness o ", page 20)

- Use of zoom with the button Q

Measuring Process

Once switched on, the measuring tool is in the length measurement function.

Once the measuring tool has been switched on, the rear edge of the measuring tool is se-
lected as the reference level for measurement. You can change the reference level. (see
"Selecting the Reference Level", page 13)

» Apply the measuring tool to the point at which you want to start the measurement (e.g.
wall).
» Press the 4\ button to start the measurement.
Once the measurement process is complete, the laser beam will switch off. For a further
measurement, repeat this process.
Measured values or end results can be added or subtracted.
The measured value typically appears within 0.5 s and at the latest after approx. 4 s.
The duration of the measurement depends on the distance, the lighting conditions and the
reflective properties of the target surface. Once the measurement process is complete,
the laser beam will automatically switch off.
With a switched-on permanent laser beam and in the continuous measurement function,
the measurement begins immediately after the first press of the 4 button.
The switched-on permanent laser beam is not switched off after the measurement (see
"Permanent Laser Beam f§ ", page 16).
The measuring tool must not be moved during a measurement. Therefore, place the
measuring tool, as far as this is possible, against or on a firm stop or supporting sur-
face.

160992A7E1|(14.12.2021) Bosch Power Tools
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The reception lens (18), the laser beam output (19) and the camera (20) must not
be covered during the measuring process.

Influences on the Measuring Range
The measuring range depends on the lighting conditions and the reflective properties of
the target surface.

For better visibility of the laser beam in strong foreign light, use the integrated
camera (20), the laser viewing glasses (26) (accessory) and the laser target plate (25)
(accessory), or shade the target surface.

Influences on the measurement result

Due to physical effects, incorrect measurements are possible when measuring on various
surfaces. These include:

Transparent surfaces (e.g. glass, water)

Reflective surfaces (e.g. polished metal, glass)

- Porous surfaces (e.g. insulation materials)

- Structured surfaces (e.g. roughcast, natural stone)

If necessary, use the laser target plate (25) (accessory) on these surfaces.

Incorrect measurements are also possible on slanted target surfaces.

Likewise, layers of air with different temperatures or indirectly received reflections can in-
fluence the measured value.

Navigation in the Menus

In the menus, you can switch to the right with the l} button and to the left with the <
button.

To confirm a selection, press the @ button or the 4 button.
Press the (f) button to exit the menu.

Selecting the Reference Level

For the measurement, you can select from various reference levels:
E_T The rear edge of the measuring tool (e.g. when placing against walls)

HJ The tip of the stop plate folded by 180° (e.g. for measurements from corners)

Bosch Power Tools 160992A7E1|(14.12.2021)
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E_} The front edge of the measuring tool (e.g. when measuring from a table edge)

91 The centre of the tripod thread (17) (e.g. for tripod measurements)

» Press the soft button # to open the Basic settings menu.

» Select ] .
» Use the b button or< button to select the required reference level.

» To confirm the selection, press the @ button.

Swinging the stop pin (8) in and out by 180° is automatically detected and the corres-
ponding reference level suggested. To confirm the selection, press the 4\ button.

The rear edge of the measuring tool is preset as the reference level every time the measur-
ing tool is switched on.

Basic Settings Menu

In the Basic settings menu, you can find the following basic settings:

- 3 Switching on and off Bluetooth®

- E]] Changing the reference level (see "Selecting the Reference Level", page 13)
- Q) Timer

- H Switching on and off permanent laser beam

- i Grade measurement calibration (see "Accuracy Check", page 36)
- ;ﬁ Target display calibration

- ¢ Setting the language

- (D) Setting Date & Time

- ft/m Changing the unit of measurement

- A Changing the Unit of Measurement of an Angle

- rroj) Activating PRO360

- 1 Calling up Device Information

- :(]:) Switching audio signals on and off
- (@ Adjusting the Cut-Off Time

160992A7E1|(14.12.2021) Bosch Power Tools
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- (- Adjusting the Dimming Time
- -jc:b:- Setting display brightness
- B Switching automatic screen rotation on and off

» Briefly press the J button or press and hold the @ button to open the Basic set-
tings ¥ menu.

» Use the b button or< button to select the required setting.

» To confirm a selection, press the @ button.

» To exit the Basic settings-ﬁ- menu, press the (f) button or the W button.
Switching On and Off Bluetooth® }

> Briefly press the JB button or press and hold the @ button to open the Basic set-
tings ¥ menu.
» Select 3} .
» To change the selection, press the b button or the < button.
» To confirm the selection, press the @ button.
» To exit the Basic settings-ﬁ- menu, press the é button or the W button.
Timer Q)

The timer function helps, for instance, with measuring at difficult-to-access points, or
should measuring tool movements be prevented during the measurement.

> Briefly press the #B button or press and hold the @ button to open the Basic set-
tings ¥ menu.
» Select¥).

» Select the required time span from release to measurement and confirm with the 4\
button or the éung button.

» Press the 4\ button to switch on the laser beam and aim for the target point.

» Press the 4\ button again to start the measurement.

Bosch Power Tools 160992A7E1|(14.12.2021)
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Measurement follows after the selected time span. The measured value is displayed in
the result line (a). The time span from release to measurement is displayed in the
status bar at the top.

Continuous measurement and minimum/maximum measurement are not possible when
the timer function is set. The timer stays set until the measuring tool is switched off or un-
til the timer is switched off in the "Settings" menu.

Permanent Laser Beam @
The laser beam can be set to be permanently switched on.In this setting, the laser beam

also remains switched on between measurements. Just a single brief press of the 4 but-
ton is necessary for measuring.

> Briefly press the JB button or press and hold the @ button to open the Basic set-
tings ¥ menu.

» Select f .

» To change the selection, press the l} button or the < button.

» To confirm the selection, press the @ button.

» To exit the Basic settings-ﬁ- menu, press the é button or the W button.

The continuous laser beam can be switched off again in the settings or automatically when
the measuring tool is switched off.

Setting the Language &

» Briefly press the J button or press and hold the@ button to open the Basic set-
tings b menu.

» Select the Tool settings E} menu.

» Select & and confirm the selection with the @ button.

» To change the selection, press the b button or the 4 button.

» To confirm the selection, press the @ button.

» To exit the Basic settings -Q- menu, press the (f) button or the W soft button.

160992A7E1|(14.12.2021) Bosch Power Tools
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Date & time (O

» Briefly press the J button or press and hold the @ button to open the Basic set-
tings ¥ menu.

» Select the Tool settings menu E;g.

» Select (D).

» Set the date and time according to the instructions on the display and confirm with
the W@ button.

» To exit the Basic settings -ﬁ- menu, press the Cf) button or the W& button.

Changing the Unit of Measurement ft/m
The default unit of measurement is "m" (metres).

» Briefly press the J button or press and hold the @ button to open the Basic set-
tings ¥ menu.

» Select the Tool settings @ menu.

» Select ft/m.

» To change the selection, press the b button or the 4 button.

» To confirm a selection, press the fun button.

» To exit the Basic settings-ﬁ- menu, press the é button or the W button.

The selected device setting remains saved after you switch off the measuring tool.

Changing the Unit of Measurement of an Angle 4
Basic setting is the angle unit " (degrees).

» Briefly press the S button or press and hold the @ button to open the Basic set-
tings b menu.

» Select the Tool settings i menu.

» Select 4.

» To change the selection, press the b button or the 4 button.

Bosch Power Tools 160992A7E1|(14.12.2021)



18| English

» To confirm the selection, press the @ button.
» To exit the Basic settings -Q- menu, press the Cf) button or the W& button.

The selected device setting remains saved after you switch off the measuring tool.

PRO360 rro))

Initial activation is required. Data can only be transferred using a suitable app or computer
program. PRO360 can be deactivated again at any time.

GLM 100-25 C: After changing the battery, the measuring tool must be switched on once
to restart PRO360.

You can find additional information about PRO360 at www.pro360.com.
» Briefly press the J button or press and hold the@ button to open the Basic set-
tings b menu.
» Select the Tool settings E} menu.
» Select pray).
» To change the selection, press the l} button or the < button.
» To confirm a selection, press the @ button.
» To exit the Basic settings-ﬁ- menu, press the é button or the W button.

Device Information j

Here you will find information about the measuring tool, such as the serial number, soft-
ware version and licences.

> Briefly press the B button or press and hold the @ button to open the Basic set-
tings ¥ menu.

» Select the Tool settings Eg. menu.

» Select ] .

» To exit the Basic settings -Q- menu, press the (f) button or the W button.

160992A7E1|(14.12.2021) Bosch Power Tools
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Switching audio signals on and off o(j»

» Briefly press the J button or press and hold the @ button to open the Basic set-
tings ¥ menu.

» Select the Tool settings E(. menu.

» Select .

» To change the selection, press the b button or the 4 button.

» To confirm a selection, press the @ button.

» To exit the Basic settings-ﬁ- menu, press the (f) button or the W button.

Adjusting the Cut-Off Time @
The automatic cut-off time is adjustable: 2, 5, 10 minutes or never.

> Briefly press the J button or press and hold the @ button to open the Basic set-
tings ¥ menu.

» Select the Tool settings i menu.

» Select @.

» To change the selection, press the b button or the 4 button.

» To confirm the selection, press the @ button.

» To exit the Basic settings-ﬁ- menu, press the (f) button or the W button.
Adjusting the Dimming Time (-
The display illumination is continuously switched on. If no button is pressed, the display

lighting is dimmed after approx. 30 seconds to preserve the rechargeable battery. The
time until the start of dimming is adjustable.

> Briefly press the B button or press and hold the uns button to open the Basic set-
tings ¥ menu.

» Select the Tool settings ¢ menu.

» Select .

Bosch Power Tools 160992A7E1|(14.12.2021)
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» To change the selection, press the b button or the < button.
» To confirm the selection, press the @ button.

» To exit the Basic settings-ﬁ- menu, press the é button or the W button.

Wi

Setting Display Brightness -0

The brightness of the display can be adjusted to the environmental conditions with several
settings.

» Briefly press the JB button or press and hold the @ button to open the Basic set-
tings ¥ menu.
» Select the Tool settings Eg. menu.

Ao

» Select Q.

» To change the selection, press the b button or the 4 button.

» To confirm the selection, press the @ button.

» To exit the Basic settings -Q- menu, press the (f) button or the W button.
Switching Automatic Screen Rotation On and Off 2%

When automatic screen rotation is switched on, the display on the screen rotates auto-
matically when you turn the measuring tool.

» Briefly press the J button or press and hold the @ button to open the Basic set-
tings ¥ menu.

» Select the Tool settings E(. menu.

» Select .

» To change the selection, press the b button or the 4 button.

» To confirm the selection, press the @ button.

» To exit the Basic settings-ﬁ- menu, press the (f) button or the W& button.

160992A7E1|(14.12.2021) Bosch Power Tools
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Measuring functions

Selecting/Changing Measuring Function
You will find the following functions in the Functions menu:
- ~—Length measurement
- [ ]Areameasurement
- @Volume measurement
- /|Indirect distance measurement
. _::AIndirect height measurement
- v::j] Double indirect height measurement
* _-2Indirect length measurement
* | Trapezoid measurement
- [ﬂ Wall area measurement
- 17 stake-out function
- r=n Grade measurement/digital spirit level
- -+ Continuous measurement

» Press the @ button to open the Functions menu.
» Use button b or button <to select the required measuring function.

» To confirm the selection, press the én button or the 4\ button.

Bosch Power Tools 160992A7E1|(14.12.2021)
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Integrated help function 7

The help function integrated in the meas-
% e ; uring tool offers detailed animations for in-

dividual measuring functions/measuring

QEQ processes.
AN
» Open the Functions menu.
» Select the required function with

@ the B> button or with the <gbutton
Ny and press the J¥ button.
€ eee ) The animation shows the detailed pro-

cedure for the selected measuring
N function.

» Press the ¥ button to stop the anima-

tion or to continue the animation.

» Press the b button or the 4 button to display the next or the previous step.

Length measurement —

» Press the @ button to open the Functions menu.
» Select the length measurement — and confirm the selection with the@ button.
» Briefly press the 4\ button to switch on the laser.

» Pressthe 4\ button to start the measurement.
The measured value is displayed in the result line (a) at the bottom of the display.
» Repeat the above-mentioned steps for each subsequent measurement.

160992A7E1|(14.12.2021) Bosch Power Tools
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- T If several length measurements are taken in a row, the results
of the last measurements are displayed in the measured value
I 4.640m lines (h). The last measured value is at the bottom of the dis-
9.279m ) Play. the penultimate measured value is above it, and so on.
413919 m
18.558 m
23198 m
L]
Area measurement| |

» Press the @ button to open the Functions menu.

» Select area measurementD and confirm the selection with the@ button.
» Briefly press the 4\ button to switch on the laser.

» Press the 4\ button to start the first measurement, e.g. the length of a room.

» Press the 4\ button to start the second measurement, e.g. the width of a room.

I TR After the second measurement has been completed, the area
will be automatically calculated and displayed. The result is
I displayed in the result line (a). The individual measured val-
4.640m ]—(h) ues are in the measured value lines (h).
< 9.219m
2
43050 m’* -
O /%]
Volume measurement )

» Press the @ button to open the Functions menu.
» Select volume measurement@ and confirm the selection with the@ button.
» Briefly press the 4\ button to switch on the laser.

» Press the 4\ button to start the first measurement, e.g. the length of a room.

Bosch Power Tools 160992A7E1|(14.12.2021)



24| English

» Press the 4\ button to start the second measurement, e.g. the width of a room.

» Press the 4\ button to start the third measurement, e.g. the height of a room.

BEMT Ny e After the third measurement has been completed, the volume
will be automatically calculated and displayed. The result is
I displayed in the result line (a). The individual measured val-
4.640m ues are in the measured value lines (h).
4 9.219m }(h)
13.919m
3
599.276 m" —@
g /x|

Indirect distance measurement |

Indirect distance measurement is used to measure distances that cannot be measured dir-
ectly because an obstacle would obstruct the laser beam or no target surface is available
as a reflector. This measuring procedure can only be used in a vertical direction. Any devi-
ation in a horizontal direction leads to measuring errors.

Indirect distance measurement is always less accurate than direct distance measurement.
For application-related reasons, measuring errors can be greater than with direct distance
measurement. To improve measuring accuracy, the use of a tripod (accessory) is recom-
mended.

When using a tripod, observe the set reference level. (see "Selecting the Reference
Level", page 13)

The laser beam remains switched on between the individual measurements.

For indirect distance measurement, 4 measuring functions are available, with which dif-
ferent sections can be respectively determined:

- _:}]Indirect height measurement

- -::j:] Double indirect height measurement
- Indirect length measurement

- (| Trapezoid measurement
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Indirect Height Measurement - /]

4

With indirect height measurement, you can
determine distance AB by measuring dis-
tance 1. The measuring tool calculates the
required height AB from angle , and dis-
@ tance 1.

E Correct results are achieved only when the

right angle required for the respective

°B measurement is exactly adhered to.

» Press the @ button to open the Functions menu.

» Select indirect distance measurement A and confirm the selection with the@ but-

ton.

» Select indirect height measurement.::',;]and confirm the selection with the @ button.

» Briefly press the 4\ button to switch on the laser.

» Place the measuring tool at the height of the lower measuring point B.

» Tilt the measuring tool so that the laser is pointed at the upper measuring point A.

» Press the 4\ button to start the measurement.

o

—()

m.mt E 3 em
I 37.116m
+ 8500
26.245m
AN

After the measurement has been completed, the height will
be automatically calculated and displayed in the result

line (a). The measured values for section 1 and angle ¢ arein
the measured value lines (h).

Bosch Power Tools
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Double Indirect Height Measurement -::j:]

4 / With double indirect height measurement,
. ‘A% you can determine distance AB by measur-

ing distances 1 and 2. The measuring tool
m calculates the required height AB from
% D angle ¢ and distances 1 and 2.
E The use of a tripod is recommended for this
— measurement.

» Press the @ button to open the Functions menu.

» Select indirect distance measurement A and confirm the selection with the@ but-
ton.

» Select double indirect height measurement -::j:] and confirm the selection with the @
button.

» Briefly press the 4\ button to switch on the laser.
» Tilt the measuring tool so that the laser is pointed at the upper measuring point A.
» Press the 4\ button to start the first measurement.

» Tilt the measuring tool so that the laser is pointed at the lower measuring point B. Do
not change the position of the measuring tool when doing so.

» Press the 4\ button to start the second measurement.

wemiog After the measurement has been completed, the height will
be automatically calculated and displayed in the result
line (a). The measured values for section 1, section 2 and
48.873m angle  are in the measured value lines (h).
<-56.335m }(h)
35.5°

32852 m @
& Ve
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Indirect Length Measurement _c

» Press the @ button to open the Functions menu.

» Select indirect distance measurement A and confirm the selection with the@ but-

ton.

» Select indirect length measurement__.-"éf and confirm the selection with the @ button.

» Put the measuring tool on the starting point A of the required distance AB.

» Tilt the measuring tool so that the laser is aligned with the level of end point B.

» Press the 4\ button to start the measurement.

With indirect length measurement, you can
determine distance AB by measuring dis-
tance 1. The measuring tool calculates the
required length AB from angle , and dis-
tance 1.

153.104m
4+ 60.0°

76,552 m
A /E

After the measurement has been completed, the length will be
automatically calculated and displayed in the result line (a).
The measured values for section 1 and angle , are in the

]_(h) measured value lines (h).

—(@)

Bosch Power Tools
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Trapezoid Measurement |J

7

With trapezoid measurement, the length
of a sloping roof can, for instance, be de-
termined. You can determine section AB
by measuring sections 1, 2 and 3 in this
order. The measuring tool calculates the
required section AB from sections 1, 2
and 3.

®

Ensure that the measurement of distance
3 begins exactly at the point where distance 1 ends that there is a right angle between
both distances 1 and 2 and distances 1 and 3.

» Press the @ button to open the Functions menu.

» Select indirect distance measurement A and confirm the selection with the@ but-
ton.

» Select trapezoid measurement |J and confirm the selection with the @ button.
» Briefly press the 4\ button to switch on the laser.

» Measure section 1 with the 4\ button.

» Measure section 2 with the 4\ button.

» Measure section 3 with the 4\ button.

[ After the measurement has been completed, section AB will
be automatically calculated and displayed in the result
I line (a). The measured values for sections 1, 2 and 3 are in
3.624m the measured value lines (h).

4 2456m }(h)
4.872m

4356 m
ad /%]
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Wall Area Measurement [ﬁ

o The wall area measurement is used to de-
termine the sum of multiple individual areas
with a common height. The requirement for
acorrect area calculation is that the first
measured length (for example the ceiling
height H) is identical for all sub-areas. In the
illustrated example, the total area of several
walls that have the same ceiling height H but
different lengths L is to be determined.

» Press the @ button to open the Functions menu.

» Select wall area measurement [ﬁ and confirm the selection with the @ button.
» Measure the ceiling height H as for a length measurement.

The measured value is displayed in the top measured value line. The laser remains
switched on.

» Afterwards measure the length L1 of the first wall.

The area is automatically calculated and displayed in the result line. The last measured
value for length can be found in the bottom measured value line. The laser remains
switched on.

» Now measure the length L2 of the second wall.

You can measure any number of lengths LX, which will be automatically added and multi-
plied by the height H.

[Bmaa gy o | The individual measured value displayed in the measured
value line (h) is added to the length L1. The sum of the two
lengths (displayed in the middle measured value line (h)) is

o 2500m multiplied by the saved height H. The total area value is shown
wd- 3.899m| (h) intheresultline (a) at the bottom of the display.
L 12,558 m
31.39%5m @
o
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Stake-Out Function }

In the stake-out function, the reference level is the marking shown in the display.
The reference level is not the edge of the measuring tool.

The stake-out function repeatedly measures
adefined length (distance). These lengths
can be transferred to a surface, for example
to enable material to be cut into pieces of
equal length or to install stud walls in a dry-
wall construction. The minimum adjustable
length is 0.1 m and the maximum length is
50 m.

T

¥ "1.000 b

» Press the @ button to open the Functions menu.

2 0500 m
< 1,000 m»

» Select stake-out function i and confirm the selection
with the @ button.

» Press the Wl button to set the required length.

» Use the b button or the 4 button to set the required
length.

Press and hold the | button or the <g button to change
the length by larger increments.

EI

i

» Press the 4\ button to start the stake-out function and distance yourself slowly from
the starting point.

The measuring tool continuously measures the distance to the starting point. The
defined length and the current measured value are thereby displayed. The lower or up-
per arrow displays the shortest distance to the next or previous marking.

With continuous measurement, you can also establish a measured value as a defined
length by pressing and holding the 4 button.
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The left factor specifies how many times the defined length
has already been reached. The green arrows on either side of
the display indicate the reaching of a length for marking pur-
poses.

[y

x_0.500m =
500 m

Red arrows and red text indicate the actual value when the
reference is outside the display.

IIII|IIII|IIII|IIII| IIIIIII|IIIIIIIII|IIKII|IIII|IIII|IIII|IIII
o

0.8

[y

x 0. 500m
483 m

|IIII|IIII|IIII|IIIIK
o

%

Grade Measurement/Digital Spirit Level =n

The digital spirit level is used to check the horizontal or vertical alignment of an object
(e.g. washing machine, refrigerator, etc.). Grade measurement is used to measure a slope
orincline (e.g. of stairs, railings, when fitting furniture, laying pipes, etc.). The measuring
tool automatically switches between the two functions when you change the position of
the measuring tool.

» Press the @ button to open the Functions menu.

» Select grade measurement/digital spirit level e=n and confirm the selection with
the @ button.
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o 3 @ The bottom of the measuring tool is used as the reference
level for the digital spirit level.

» To use the digital spirit level, place the measuring tool with
the rear side on the surface to be measured.
You can freeze the measured value by pressing the 4
button.

» When the inclination exceeds 3°, the ball in the display
lights up red.

H /%]

The left-hand side of the measuring tool serves as the refer-
ence level for grade measurement. If the display flashes dur-
ing measurement, the measuring tool has been tipped too
heavily to the side.

» To use the grade measurement, place the measuring tool
with one side on the object to be measured.

You can freeze the measured value by pressing the A
button.

B /%]

Continuous Measurement -

During continuous measurement, the measured value is continually updated. You can, for
example, move a required distance away from a wall while reading off the current distance
atall times.

» Press the @ button to open the Functions menu.

» Select continuous measurement -+ and confirm the selection with the @ button.
» Briefly press the 4\ button to switch on the laser.

» Move the measuring tool until the required distance is displayed in the result line.

You can interrupt the continuous measurement by briefly pressing the 4 button.
» Press the 4\ button again to continue the continuous measurement.
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R TR The current measured value is displayed in the result line (a),
and the maximum and the minimum measured value in the
measured value lines (h).

i 1.291m
min h
max b 11,623 m }( )

11623 m @
L

Continuous measurement switches off automatically after 5 min.

Memory Function

The value or end result of each completed measurement is automatically saved. The last
50 values (measured values or end results) are saved. If the memory is full, the oldest
value will be overwritten. The oldest value is at position 1 in the memory, the newest value
at position 50 (for 50 available memory values).

» To open the memory function, press the W button.
The last value will be displayed.
» Press the b button or 4 button to scroll through the saved values.

0ATT ) g The number of the memory value is shown at the top of the
190023 display, and the symbol of the corresponding measuring func-
I tion is shown on the left. If there is no value available in the

3

memory, "0.000" is shown at the bottom of the display and
48.873m| 0" at the top.

+4-56.335m
3550

32.852m
=/

Deleting Memory Values

» To delete the displayed value, press the J button.
» Confirm with the W& button.
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To delete all saved values, select the Delete memory menu item in the Basic settings -Q-
menu. Deleting Memory

Adding/Subtracting Values
Adding Values During Length Measurement

» Select the length measurement function.
» Take the first measurement.
» Press the > button.

» Take the second measurement.

As soon as the second measurement has been completed, the result of the second
measurement is displayed in the measured value lines (h) and the end result in the res-
ultline (a).

Adding Values During Area and Volume Measurement

» Select the area measurement or volume measurement function.

» Take the first area measurement or volume measurement.

» Press the > button.
» Take the second area measurement or volume measurement.

As soon as the second or third measurement has been completed, the area or volume
is automatically calculated and displayed. The result is displayed in the result line (a).
The individual measured values are in the measured value lines (h).

» Press the 4\ button to show the end result of the addition.

The end result is displayed in the result line (a). The results of the individual area or
volume measurements are in the measured value lines (h).

Subtracting Values

» Press the 4 button to subtract values. The subsequent steps are the same as for the
section on "adding values".
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Deleting Measured Values
You can delete the most recently recorded measured value in all measuring functions by
briefly pressing button (fj .

By pressing the ('f) button briefly multiple times, the measured values are deleted in re-
verse order.

Bluetooth® interface

Transmitting data to other devices
The measuring tool is fitted with a Bluetooth® module which enables wireless data transfer
to certain mobile devices with a Bluetooth® interface (e.g. smartphone, tablet).

Information about the system requirements for a Bluetooth® connection can be found on
the Bosch website at www.bosch-pt.com

» Further information can be found on the Bosch product page.

When transmitting data by means of Bluetooth®, time lags may occur between the mobile
device and the measuring tool. This can be due to the distance between the two devices or
the measurement object itself.

Activating the Bluetooth® interface for transmitting data to a mobile device
U v Ensure that the Bluetooth® interface is activated on your
mobile device.

» Briefly press the J button or press and hold the @ but-

ton to open the Basic settings Q- menu.

+1gs¥gm » Select 3§ .

b 18. 5 &m » Press the P> button or the <gbutton to select 3 .

198

» To confirm the selection, press the@ button.

/% The Bluetooth® symbol is shown on the display in

white (f).
Bosch apps are available to expand the range of functions. These can be downloaded in
the respective app stores, depending on the device.
The connection between mobile device and measuring tool is established after the Bosch
application has started. If multiple active measuring tools are found, select the appropri-
ate measuring tool using the serial number. You can find the serial number (15) on your
measuring tool's type plate.
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Deactivating the Bluetooth® interface

» Briefly press the JB button or press and hold the @ button to open the Basic set-
tings ¥ menu.

» Select 3.

» Press the > button or the <gbutton to select .

» To confirm the selection, press the @ button.
The Bluetooth® symbol is shown on the display in grey.

Accuracy Check

Regularly check the accuracy of the grade measurement and distance measurement.

Accuracy Check and Calibration of the Grade Measurement

» Todo this, lay the measuring tool on a table and measure the inclination.
» Turn the measuring tool by 180° and measure the inclination again.

The difference between the displayed values must not exceed 0.3°.
In case of greater deviation, the measuring tool must be recalibrated.

» Press and hold the @ button to call up the Basic functions menu.
» Select Zar and confirm the selection with the @ button.
» Follow the instructions on the display.

After strong temperature changes and after knocks, we recommend an accuracy

check and, if necessary, calibration of the measuring tool. After a temperature vari-
ation, the measuring tool must adjust to the ambient temperature for a while before calib-
ration is performed.

Accuracy check of the distance measurement
For the accuracy check, the measurement should be taken under favourable conditions,
i.e. the measuring section should be indoors and the target surface for the measurement
should be smooth and reflect well (e.g. a white-painted wall).
» Select a measuring section of approx. 3 to 10 m long, the length of which you know ex-
actly (e.g. room width, doorway).
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» Measure the section 10 times in succession.

The deviation of individual measurements from the average may be maximum +2 mm
throughout the entire measuring section under favourable conditions. Log the meas-
urements, so that you can compare their accuracy at a later point of time.

Checking accuracy and calibrating the target indicator (crosshairs)
Regularly check the accuracy of alignment of laser and target display.

» Todo so, select a light surface with lighting as weak as possible (e.g. a white wall) at a
distance of at least 5 m as a target.

» On the display, check whether the laser point is within the target display.

If the laser point is not within the target display, you must recalibrate the target dis-
play.
Recalibrating Target Display

» Press and hold the @ button to get to the Basic functions menu.

» Select &3, and confirm the selection with the gung.

» Follow the instructions on the display.

Working with the tripod (accessory)

The use of a tripod is helpful, particularly for greater distances.

» Place the measuring tool with the 1/4" thread (17) on the quick-release plate of the
tripod (27) or of a commercially available camera tripod.

» Tighten the measuring tool with the quick-release plate locking screw.

» Set the reference level for measurements with a tripod (see "Selecting the Reference
Level", page 13).

Error Message
The measuring tool monitors correct operation in every measurement. If a de-
fect is detected, the display will indicate only the symbol shown opposite and
the measuring tool switches itself off. In this case, have the measuring tool
checked by an after-sales service agent for Bosch power tools.
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Troubleshooting

Temperature Warning

Temperature warning flashes, measurement not possible

Cause: Measuring tool is outside the operating temperature of -10 °C to +45 °C (in the
continuous measurement function up to +40 °C)

Corrective measure: Wait until the measuring tool reaches the operating temperature

"ERROR" in the Display

"ERROR" indicator in the display
Cause: Addition/subtraction of measured values with different units of measurement

Corrective measure: Add/subtract only measured values with the same units of measure-
ment

Cause: Angle between laser beam and target is too sharp
Corrective measure: Increase the angle between the laser beam and target

Cause: Target surface is reflecting too strongly (e.g. mirror) or too weakly (e.g. black ma-
terial), or ambient light is too strong
Corrective measure: Use a laser target plate (accessory)

Cause: Laser beam output (19) or reception lens (18) is fogged up (e.g. due to rapid tem-
perature change)

Corrective measure: Rub the laser beam output (19) or the reception lens (18) dry with
asoft cloth

Cause: Calculated value is larger than 1 999 999 or smaller than -999 999 m/m*/m®
Corrective measure: Split the calculation into intermediate steps

Calibration

"CAL" indicator and "ERROR" indicator in the display

Cause: The calibration of the grade measurement was not carried out in the correct order
or in the correct positions

Corrective measure: Repeat the calibration according to the instructions on the display
and in the operating manual

160992A7E1|(14.12.2021) Bosch Power Tools



English |39

Cause: The surfaces used for calibration were not exactly aligned on a horizontal or ver-
tical level

Corrective measure: Repeat the calibration on a horizontal or vertical surface and check
the surfaces beforehand, if necessary, using a spirit level

Cause: The measuring tool was moved or tilted when pressing the button

Corrective measure: Repeat the calibration and hold the measuring tool still on the sur-
face while pressing the button

Measurement Result

Measurement result unreliable

Cause: Target surface is not reflecting clearly (e.g. water, glass)
Corrective measure: Cover the target surface

Cause: Laser beam output (19) or reception lens (18) is concealed
Corrective measure: Always keep the laser beam output (19) and the reception
lens (18) clear

Measurement result implausible
Cause: Obstacle in the course of the laser beam

Corrective measure: Ensure that the laser point is fully on the target surface

Cause: Incorrect reference level set
Corrective measure: Select the reference level appropriate to the measurement

Bluetooth®

Bluetooth® cannot be activated

Cause: Non-rechargeable batteries or rechargeable batteries are too weak

Corrective measure: Replace the non-rechargeable batteries or charge the rechargeable
battery of the measuring tool

No Bluetooth® connection

No Bluetooth® connection, "ERROR" indicator in the display
Cause: Disruption of the Bluetooth® connection
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Corrective measure:

- Check whether Bluetooth®is activated (both on the measuring tool and on your mobile
device)

- Switch Bluetooth® off and on again (both on the measuring tool and on your mobile
device)

- Check the application on your mobile device

- Check your mobile device for overload

- Decrease the distance between the measuring tool and your mobile device

- Avoid obstacles (e.g. reinforced concrete, metal doors) between the measuring tool
and your mobile device; keep your distance from electromagnetic sources of interfer-
ence (e.g. Wi-Fi transmitters)

Maintenance and Service

Maintenance and Cleaning

Only store and transport the measuring tool in the protective bag provided.

Keep the measuring tool clean at all times.

Never immerse the measuring tool in water or other liquids.

Wipe off any dirt using a damp, soft cloth. Do not use any detergents or solvents.
Particularly clean the reception lens (18), the laser outlet aperture (19) and the

camera (20) very carefully. Ensure that no dirt is on the reception lens, the laser outlet
aperture and the camera. Clean the reception lens, the laser outlet aperture and the cam-
era only with means that are also suitable for lenses of photographic equipment. Do not
try to remove dirt from or wipe the reception lens, the laser outlet aperture or the camera
with sharp objects (danger of scratching).

If the measuring tool needs to be repaired, send it off in the protective bag (21).

After-Sales Service and Application Service

Our after-sales service responds to your questions concerning maintenance and repair of
your product as well as spare parts. You can find explosion drawings and information on
spare parts at: www.bosch-pt.com

The Bosch product use advice team will be happy to help you with any questions about our
products and their accessories.

Inall correspondence and spare parts orders, please always include the 10-digit article
number given on the nameplate of the product.
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Malaysia

Robert Bosch Sdn. Bhd.(220975-V) PT/SMY
No. 8A, Jalan 13/6

46200 Petaling Jaya

Selangor

Tel.: (03) 79663194

Toll-Free: 1800 880188

Fax: (03) 79583838

E-Mail: kiathoe.chong@my.bosch.com
www.bosch-pt.com.my

You can find further service addresses at:
www.bosch-pt.com/serviceaddresses

Accessories

You can find the accessory on the Bosch website via the link given

Laser target plate (24)
2607001391

Laser viewing glasses (red) (25)
1608 MO0 05B
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BT 150 tripod (26)
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Petunjuk Keselamatan

Petunjuk lengkap ini harus dibaca dan diperhatikan agar

tidak terjadi bahaya dan Anda dapat bekerja dengan

aman saat menggunakan alat ukur ini. Apabila alat ukur

tidak digunakan sesuai dengan petunjuk yang disertakan,

keamanan alat ukur dapat terganggu. Janganlah sekali-
kali menutupi atau melepas label keselamatan kerja yang ada pada alat ukur ini.

SIMPAN PETUNJUK INI DENGAN BAIK DAN BERIKAN KEPADA PEMILIK ALAT UKUR

BERIKUTNYA.

» Perhatian - jika perangkat pengoperasian atau perangkat pengaturan atau
prosedur lain selain yang dituliskan di sini digunakan, hal ini dapat menyebabkan
terjadinya paparan radiasi yang berbahaya.

» Alat pengukur dikirim dengan tanda peringatan laser (ditandai dengan ilustrasi
alat pengukur di halaman grafis).

» Jika teks pada tanda peringatan laser tidak tertulis dalam bahasa negara Anda,
tempelkan label yang tersedia dalam bahasa negara Anda di atas label berbahasa
Inggris sebelum Anda menggunakan alat untuk pertama kalinya.

Jangan melihat sinar laser ataupun mengarahkannya kepada
orang lain atau hewan baik secara langsung maupun dari pantulan.
Sinar laser dapat membutakan seseorang, menyebabkan kecelakaan
atau merusak mata.

» Jika radiasi laser mengenai mata, tutup mata Anda dan segera gerakkan kepala
agar tidak terkena sorotan laser.

» Jangan mengubah peralatan laser.

» Jangan gunakan kacamata pelihat laser (aksesori) sebagai kacamata pelindung.
Kacamata pelihat laser digunakan untuk mendeteksi sinar laser dengan lebih baik,
namun tidak melindungi dari sinar laser.

» Jangan gunakan kacamata pelihat laser (aksesori) sebagai kacamata hitam atau
di jalan raya. Kacamata pelihat laser tidak menawarkan perlindungan penuh terhadap
sinar UV dan mengurangi persepsi warna.

» Perbaiki alat ukur hanya di teknisi ahli resmi dan gunakan hanya suku cadang asli.
Dengan demikian, keselamatan kerja dengan alat ukur ini selalu terjamin.
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» Jangan biarkan anak-anak menggunakan alat ukur laser tanpa pengawasan. Hal ini
dapat menyilaukan orang lain atau diri sendiri secara tidak sengaja.

» Jangan mengoperasikan alat ukur di area yang berpotensi meledak yang di
dalamnya terdapat cairan, gas, atau serbuk yang dapat terbakar. Di dalam alat
pengukur dapat terjadi bunga api, yang lalu menyulut debu atau uap.

» Alat ukur dilengkapi dengan antarmuka nirkabel. Perhatikan batasan
pengoperasian lokal, misalnya dalam pesawat terbang atau di rumah sakit.

Istilah merek Bluetooth® serta gambar simbol (logo) merupakan merek dagang

terdaftar dan kepemilikan dari Bluetooth SIG, Inc. Setiap penggunaan istilah merek/

gambar simbol ini berada di bawah lisensi Robert Bosch Power Tools GmbH.

» Waspada! Ketika menggunakan alat ukur dengan Bluetooth® dapat terjadi
gangguan pada perangkat dan instalasi lain, pesawat terbang, dan perangkat
medis (misalnya alat pacu jantung, alat bantu dengar). Selain itu, cedera pada
manusia dan binatang di area sekitar tidak dapat sepenuhnya dihindari. Jangan
menggunakan alat ukur dengan Bluetooth® di dekat perangkat medis, pusat
pengisian bahan bakar, instalasi kimia, area dengan bahaya ledakan. Jangan
menggunakan alat ukur dengan Bluetooth® dalam pesawat terbang. Hindari
pengoperasian di dekat tubuh secara langsung dalam waktu yang lama.

» Jangan menggunakan alat ukur untuk membidik seseorang atau hewan karena
saat digunakan, sinar laser pada alat dapat menyala permanen. Sinar laser yang
menyala dapat menyilaukan mata seseorang, menyebabkan kecelakaan, atau merusak
mata.

» Jangan menggunakan alat ukur jika kaca display terlihat rusak (misalnya retak di
bagian permukaan, dsb.). Terdapat risiko cedera.

Jauhkan alat pengukur dan aksesori magnetis dari alat implan dan
perangkat medis semacamnya, seperti misalnya alat pacu jantung
atau pompa insulin. Magnet pada alat pengukur dan aksesori
menciptakan medan yang dapat memengaruhi fungsi alat implan dan
perangkat medis.
» Jauhkan alat pengukur dan aksesori magnetis dari media penyimpanan data
magnetis dan perangkat yang sensitif terhadap magnet. Daya magnet dari perkakas
listrik dan aksesori dapat mengakibatkan data-data hilang secara permanen.

Spesifikasi produk dan performa

Harap buka halaman lipat yang berisi ilustrasi alat ukur dan tetap buka halaman tersebut
selama membaca panduan pengoperasian.
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Tujuan penggunaan
Alat pengukur merupakan instrumen untuk mengukur jarak, panjang, tinggi, celah dan

untuk menghitung luas bidang dan volume.
Alat ukur ditujukan untuk digunakan di dalam maupun di luar ruangan.
Hasil ukur dapat dikirim melalui Bluetooth® ke perangkat lainnya.

Penomoran ilustrasi komponen mengacu pada ilustrasi alat ukur pada halaman ilustrasi.

llustrasi komponen

(1) Display

(2) A\ Tombol pengukuran
(3) B Softkey kanan

(4) > Tombol plus

(5) Q_ Tombol zoom

(6) Dudukan tali jinjing

(7) Tombol rilis pin penahan
(8) Pin penahan

(9) ® Tombol on/off

(10) €0 Tombol display target
(11) < Tombol minus

(12) W Softkey kiri

(13) €uns Tombol fungsi

(14) Label peringatan laser
(15) Nomor seri

(16) Tutup kompartemen baterai
(17) Ulir tripod 1/4"

(18) Lensa penerima

(19) Outlet sinar laser

(20) Kamera

160992A7E1[(14.12.2021)
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(21) Tas pelindung

(22) Pengunci putar

(23) Baterai

(24) Reflektor sinar laser”
(25) Kacamata laser”
(26)  Tripod®

A) Aksesori yang ada pada gambar atau yang dijelaskan tidak termasuk dalam lingkup
pengiriman standar. Semua aksesori yang ada dapat Anda lihat dalam program aksesori

kami.
Elemen pada display
(a) Baris hasil
(b) Display target (tanda bidik)
(c) Tampilan sudut kemiringan
(d) Tanggal/waktu
(e) Bidang acuan pengukuran
(f) Status Bluetooth”

Bluetooth’ tidak diaktifkan
3 9) Bluetooth’ diaktifkan, koneksi dibuat

(g) Indikator level pengisian daya baterai
(h) Baris nilai pengukuran

(i) Pengaturan dasar

()] Display fungsi pengukuran

(k) Memori internal

(1) Kembali

(m) Fungsi bantuan terintegrasi

(n) Layar depan

(o) Menu Pengaturan dasar selanjutnya
(p) Menu Pengaturan dasar

(q) Menu Fungsi pengukuran
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Data teknis

Laser pengukur jarak digital GLM 100-25C
Nomor seri 3601K72Y..
Jangkauan pengukuran® 0,08-100m
Jangkauan pengukuran (kondisi tidak menguntungkan)® 0,08-60m
Akurasi pengukuran® +1,5mm
Akurasi pengukuran (kondisi tidak menguntungkan)® +3,0mm
Unit terkecil pada display 0,5mm

Pengukuran jarak tidak langsung dan waterpas

Jangkauan pengukuran

0°-360° (4 x 90°)

Pengukuran kemiringan

Jangkauan pengukuran

0°-360° (4 x 90°)

Akurasi pengukuran®” +0,2°
Unit terkecil pada display 0,1°
Umum

Suhu pengoperasian® -10°C... +45°C
Suhu penyimpanan -20°C... +70°C
Kelembapan relatif maks. 90%
Tinggi penggunaan maks. di atas tinggi acuan 2000 m
Tingkat polusi sesuai dengan I[EC 61010-1 DR
Kelas laser 2
Jenis laser 650 nm, <1 mW

Divergensi sinar laser

< 1,5 mrad (sudut penuh)

Penonaktifan otomatis setelah sekitar

- Laser 20s
- Alat ukur (tanpa pengukuran) 5min
Baterai 3x1,5VLR6 (AA)
Berat sesuai dengan EPTA-Procedure 01:2014 0,23 kg
Jenis perlindungan IP 54 (terlindung dari debu

dan percikan air)

Dimensi

142 (176) x 64 x 28 mm
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Laser pengukur jarak digital GLM 100-25C

Pengiriman data

Bluetooth® Bluetooth® 4.2
Low Energy®

Rentang frekuensi pengoperasian 2402-2480 MHz

Daya transmisi maks. 8mw

A) Saat mengukur dari tepi depan alat ukur, berlaku untuk daya pantul objek yang tinggi (misalnya
dinding yang dicat putih), pencahayaan latar belakang yang lemah dan suhu pengoperasian
sebesar 25°C; selain itu, penyimpangan bergantung jarak sebesar +0,05 mm/m harus
diperhitungkan.

B) Saat mengukur dari tepi depan alat ukur, berlaku untuk daya pantul objek yang tinggi (misalnya
dinding yang dicat putih), pencahayaan latar belakang yang kuat, suhu pengoperasian sebesar
25°C, dan altitudo yang besar. Selain itu, penyimpangan bergantung jarak sebesar +0,15 mm/m
harus diperhitungkan.

C) Pada suhu pengoperasian 25°C

D) Setelah kalibrasi pengguna pada suhu 0° dan 90°; tingkat kesalahan gradien tambahan sebesar
+0,01°%derajat hingga 45° (maks.) perlu diperhatikan. Sisi kiri alat pengukur digunakan sebagai
bidang acuan untuk mengukur kemiringan.

E) Suhu pengoperasian maksimal pada fungsi pengukuran kontinu yakni +40 °C.

F) Hanya polusi nonkonduktif yang terjadi, namun terkadang muncul konduktivitas sementara yang

disebabkan oleh kondensasi.

Sambungan mungkin tidak dapat dibuat pada perangkat Bluetooth® Low Energy tergantung pada

model dan sistem pengoperasian. Perangkat Bluetooth® harus mendukung profil GATT.

Untuk mengidentifikasi alat pengukur secara jelas terdapat nomor seri (15) pada label tipe.

G

Memasang/mengganti baterai

Direkomendasikan untuk menggunakan baterai mangan alkali atau baterai NiMH untuk
pengoperasian alat ukur (terutama ketika suhu pengoperasian rendah).

Pengukuran dapat dilakukan lebih banyak dengan baterai 1,2 V daripada menggunakan
baterai 1,5 V bergantung pada kapasitas baterai.

» Tekan tombol rilis (7) dan buka pin penahan (8) sebesar 180°.

» Untuk membuka penutup kompartemen baterai (16), buka pengunci putar (23) ke
atas dan putar seperempat putaran berlawanan arah jarum jam.

» Tarik penutup kompartemen baterai (16) pada pengunci putarnya (23).

» Pasang baterai atau baterai isi ulang.
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Selalu ganti semua baterai atau baterai isi ulang sekaligus. Hanya gunakan baterai
atau baterai isi ulang dari produsen dan dengan kapasitas yang sama.

Pastikan baterai terpasang pada posisi kutub yang benar sesuai gambar di dalam
kompartemen baterai.

Hanya sedikit pengukuran yang dapat dilakukan apabila muncul simbol baterai

kosong pada display untuk kali pertama.

Jika simbol baterai kosong dan berkedip merah, pengukuran tidak dapat lagi dilakukan.

Ganti baterai.

» Lepaskan baterai atau baterai isi ulang dari alat pengukur jika alat pengukur tidak
digunakan dalam waktu yang lama. Jika baterai dan baterai isi ulang disimpan untuk
waktu yang lama, baterai dan baterai isi ulang dapat berkarat dan dayanya akan habis
dengan sendirinya.

Penggunaan

Cara penggunaan

» Jangan biarkan alat ukur yang aktif berada di luar pengawasan dan matikan alat
ukur setelah digunakan. Sinar laser dapat menyilaukan mata orang lain.

» Lindungilah alat ukur dari cairan dan sinar matahari langsung.

» Jauhkan alat ukur dari suhu atau perubahan suhu yang ekstrem. Jangan biarkan
alat ukur berada terlalu lama di dalam kendaraan. Biarkan alat ukur menyesuaikan suhu
lingkungan sebelum dioperasikan saat terjadi perubahan suhu yang drastis. Pada suhu
yang ekstrem atau terjadi perubahan suhu yang drastis, ketepatan alat ukur dapat
terganggu.

» Hindari guncangan atau benturan yang keras pada alat ukur. Setelah terjadi
guncangan atau benturan keras pada alat ukur, disarankan untuk selalu memeriksa
akurasi alat (lihat ,Pemeriksaan akurasi“, Halaman 187) sebelum menggunakan
kembali.

Menghidupkan/mematikan

» Tekan tombol 4 untuk menghidupkan alat ukur dan menyalakan laser.

Alat ukur juga dapat dihidupkan tanpa menyalakan laser dengan menekan tombol é .
» Tekan dan tahan tombol é untuk mematikan alat ukur.

Pengaturan alat dan nilai yang disimpan pada memori akan tetap tersimpan.
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Kamera

Tekan tombol {{,} untuk menghidupkan atau mematikan kamera.

Status yang dipilih akan tetap tersimpan setelah alat ukur dimatikan.

Pada jarak yang lebih lebar (sekitar > 5 m), penanda target juga akan ditampilkan untuk
menandai titik pengukuran.

Mengoptimalkan visibilitas titik laser

Titik laser mungkin tidak dapat terlihat saat alat ukur digunakan khususnya di luar
ruangan, saat berada di bawah sinar matahari langsung, dan juga pada jarak yang cukup
jauh di dalam ruangan. Hidupkan kamera. Visibilitas titik laser/titik ukur juga dapat
ditingkatkan dengan:

Wi« )

- Mengatur kecerahan display (lihat ,Mengatur kecerahan display -@=“, Halaman 171

g}

- Memperbesar dengan tombol Q

Prosedur pengukuran
Setelah dihidupkan, alat ukur berada dalam fungsi pengukuran panjang.

Setelah dihidupkan, tepi belakang alat ukur telah dipilih sebagai bidang acuan untuk
pengukuran. Bidang acuan dapat diubah. (lihat ,Memilih bidang acuan“, Halaman 164)

» Letakkan alat ukur pada titik awal pengukuran yang diinginkan (misalnya dinding).

» Tekan tombol 4 untuk memulai pengukuran.
Sinar laser akan dimatikan setelah proses pengukuran selesai. Ulangi prosedur ini untuk
pengukuran selanjutnya.
Nilai pengukuran atau hasil akhir dapat ditambah atau dikurangi.

Nilai pengukuran biasanya muncul dalam waktu 0,5 detik dan paling lambat setelah
sekitar 4 detik.

Durasi pengukuran bergantung pada jarak, kondisi cahaya, dan karakter pantulan
permukaan target. Sinar laser akan dimatikan secara otomatis setelah proses pengukuran
selesai.
Saat sinar laser permanen dinyalakan dan fungsi pengukuran kontinu dipilih, pengukuran
akan dimulai begitu tombol 4 ditekan untuk kali pertama.
Sinar laser permanen yang dinyalakan tidak akan dimatikan setelah pengukuran selesai
(lihat ,Sinar laser permanen a “, Halaman 167).
Alat ukur tidak boleh digerakkan selama pengukuran berlangsung. Oleh karena itu,
sebisa mungkin letakkan alat ukur di atas permukaan atau dudukan yang kokoh dan
stabil.
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Lensa penerima (18), outlet sinar laser (19), dan kamera (20) tidak boleh
terhalang saat pengukuran dilakukan.

Hal-hal yang berpengaruh terhadap jangkauan pengukuran

Jangkauan pengukuran bergantung pada kondisi cahaya dan karakter pantulan
permukaan target.

Agar sinar laser memiliki visibilitas yang lebih baik saat cahaya sekitar terlalu terang,
gunakan kamera terintegrasi (20), kacamata laser (26) (aksesori), dan reflektor sinar
laser (25) (aksesori), atau naungi permukaan target.

Hal-hal yang memengaruhi hasil pengukuran

Faktor-faktor fisik yang menyebabkan ketidaktepatan pengukuran saat mengukur di
berbagai permukaan tidak dapat diabaikan. Hal ini mencakup:

- Permukaan yang transparan (misalnya kaca, air),

- Permukaan yang memantul (misalnya logam yang dipoles, kaca),

- Permukaan yang berpori (material insulasi),

Permukaan bertekstur (misalnya dinding plester, batu alam).

Jika diperlukan, gunakan reflektor sinar laser (25) (aksesori) pada permukaan tersebut.
Ketidaktepatan pengukuran juga dapat terjadi pada permukaan target yang dibidik secara
miring.

Lapisan udara dengan suhu yang berbeda atau pantulan yang diterima secara tidak
langsung juga dapat memengaruhi nilai pengukuran.

Navigasi dalam menu

Gunakan tombol b untuk beralih ke kanan dan tombol 4 untuk beralih ke kiri dalam
menu.

Untuk mengonfirmasi pilihan, tekan tombol @ atau tombol 4.
Tekan tombol (f) untuk keluar dari menu.

Memilih bidang acuan

Untuk pengukuran, bidang acuan yang berbeda-beda dapat dipilih:
EJ Tepi belakang alat ukur (misalnya saat diletakkan pada dinding),

EJ Ujung dari stop plate yang dilipat 180° (misalnya untuk pengukuran dari sudut)
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E_} Tepi depan alat ukur (misalnya saat mengukur dari tepi meja)

91 Bagian tengah ulir tripod (17) (misalnya saat mengukur menggunakan tripod)

» Tekan softkey S untuk membuka menu Pengaturan dasar.
» Pilih Eﬂ .
» Pilih bidang acuan yang diinginkan dengan tombol > atau tombol <.

» Tekan tombol @ untuk mengonfirmasi pilihan.
Pin penahan (8) yang dibuka dan dilipat sebesar 180° akan terdeteksi secara otomatis

dan akan muncul rekomendasi bidang acuan yang sesuai. Tekan tombol 4 untuk
mengonfirmasi pilihan.

Setelah setiap alat ukur dihidupkan, tepi belakang alat ukur telah diatur sebelumnya
sebagai bidang acuan.

Menu Pengaturan dasar

Pengaturan dasar berikut dapat ditemukan pada menu Pengaturan dasar:

- * Mengaktifkan/menonaktifkan Bluetooth®

- Ej] Mengubah bidang acuan (lihat ,Memilih bidang acuan“, Halaman 164)
- Q) Timer

- E] Menyalakan/mematikan sinar laser permanen

- T Kalibrasi pengukuran kemiringan (lihat ,Pemeriksaan akurasi“, Halaman 187)
- & Kalibrasi display target

- &> Mengatur bahasa

- (O Mengatur tanggal & waktu

- ft/mMengubah satuan ukur

- A Mengubah satuan sudut

- rra)) Mengaktifkan PRO360

- 1 Mengakses informasi alat

- |:(]n Menghidupkan/mematikan sinyal suara
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- (@ Mengatur waktu nonaktif
- (- Mengatur waktu redup
- -jc:):- Mengatur kecerahan display
- EX Mengaktifkan/menonaktifkan rotasi layar otomatis
» Tekan singkat tombol 8 atau tekan dan tahan tombol @ untuk membuka menu
Pengaturan dasar £¥.
» Pilih pengaturan yang diinginkan dengan tombol batau tombol <
» Tekan tombol @ untuk mengonfirmasi pilihan.

» Untuk keluar dari menu Pengaturan dasar -n- tekan tombol (f) atau tombol W
Mengaktifkan/menonaktifkan Bluetooth® )k

» Tekan singkat tombol 8 atau tekan dan tahan tombol @untuk membuka menu
Pengaturan dasar £¥.

» Pilih % .

 Tekan tombol > atau tombol <@ untuk mengubah pilihan.

» Tekan tombol @ untuk mengonfirmasi pilihan.

» Untuk keluar dari menu Pengaturan dasar -n- tekan tombol (f) atau tombol .
Timer )

Fungsi timer akan membantu misalnya saat mengukur di area yang sulit dijangkau atau
saat menahan alat ukur agar tidak bergerak selama proses pengukuran.

» Tekan singkat tombol 8 atau tekan dan tahan tombol @untuk membuka menu
Pengaturan dasar £¥.

» Pilih Q).

» Pilih jangka waktu yang diperlukan dari timer diaktifkan hingga dimulainya pengukuran
dan konfirmasi dengan tombol A\ atau tombol €.

» Tekan tombol 4 untuk menyalakan sinar laser dan membidik target.
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» Tekan kembali tombol 4 untuk memulai pengukuran.

Pengukuran akan dimulai setelah jangka waktu yang ditentukan. Nilai pengukuran akan
ditunjukkan pada baris hasil (a). Jangka waktu dari timer diaktifkan hingga dimulainya
pengukuran akan ditampilkan di bilah status atas.
Pengukuran kontinu serta pengukuran minimal/maksimal tidak dapat dilakukan apabila
fungsi timer diatur. Timer akan tetap aktif hingga alat ukur dimatikan atau hingga timer
dinonaktifkan pada menu "Pengaturan”.

Sinar laser permanen @

Sinar laser dapat diatur untuk dinyalakan secara permanen. Pada pengaturan ini, sinar
laser akan tetap menyala saat jeda di antara proses pengukuran. Untuk mengukur, cukup

tekan singkat tombol 4 satu kali.
» Tekan singkat tombol 8 atau tekan dan tahan tombol @untuk membuka menu
Pengaturan dasar £¥.
» Pilin § .
 Tekan tombol > atau tombol <@ untuk mengubah pilihan.
» Tekan tombol @ untuk mengonfirmasi pilihan.

» Untuk keluar dari menu Pengaturan dasar -n- tekan tombol (f) atau tombol W

Sinar laser permanen akan dimatikan kembali pada pengaturan atau dimatikan secara
otomatis saat alat ukur dimatikan.

Mengatur bahasa &
» Tekan singkat tombol 8 atau tekan dan tahan tombol @untuk membuka menu
Pengaturan dasar £¥.
» Pilih menu Pengaturan alat E;.
» Pilih & dan konfirmasi pilihan dengan tombol @
» Tekan tombol b atau tombol 4 untuk mengubah pilihan.
» Tekan tombol @ untuk mengonfirmasi pilihan.

» Untuk keluar dari menu Pengaturan dasar -Q- tekan tombol é atau softkey W
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Tanggal & waktu (5

» Tekan singkat tombol 8 atau tekan dan tahan tombol @untuk membuka menu
Pengaturan dasar £¥.

» Pilih menu Pengaturan alat F-'m.

» Pilih (©.

» Atur tanggal dan waktu sesuai petunjuk pada display dan konfirmasi dengan
tombol W.

» Untuk keluar dari menu Pengaturan dasar -ﬁ tekan tombol (f) atau tombol W

Mengubah satuan ukur ft/m
Satuan ukur pada pengaturan dasar adalah "m" (meter).

» Tekan singkat tombol 8 atau tekan dan tahan tombol @ untuk membuka menu
Pengaturan dasar £}.

» Pilih menu Pengaturan alat .

» Pilih ft/m.

» Tekan tombol > atau tombol <@ untuk mengubah pilihan.

» Tekan tombol @ untuk mengonfirmasi pilihan.

» Untuk keluar dari menu Pengaturan dasar -ﬁ- tekan tombol (f) atau tombol W

Pengaturan alat yang dipilih akan tetap tersimpan setelah alat ukur dimatikan.

Mengubah satuan sudut 4
Satuan sudut pada pengaturan dasar adalah " (derajat).

» Tekan singkat tombol S®atau tekan dan tahan tombol @ untuk membuka menu
Pengaturan dasar £}.

» Pilih menu Pengaturan alat .

» Pilih A .

» Tekan tombol > atau tombol <@ untuk mengubah pilihan.
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» Tekan tombol §ung untuk mengonfirmasi pilihan.
» Untuk keluar dari menu Pengaturan dasar -a- tekan tombol (f) atau tombol W

Pengaturan alat yang dipilih akan tetap tersimpan setelah alat ukur dimatikan.

PR0O360 rro))

Aktivasi pertama harus dilakukan. Pengiriman data hanya dapat dilakukan dengan
program PC atau aplikasi yang sesuai. PRO360 dapat dinonaktifkan kembali setiap saat.
GLM 100-25 C: Setelah baterai diganti, alat ukur harus dihidupkan sekali untuk memulai
kembali PRO360.

Temukan informasi lebih lanjut mengenai PRO360 di www.pro360.com.

» Tekan singkat tombol J atau tekan dan tahan tombol @ untuk membuka menu

Pengaturan dasar £3}.

» Pilih menu Pengaturan alat .

» Pilih eroy).

» Tekan tombol > atau tombol <@ untuk mengubah pilihan.

» Tekan tombol @ untuk mengonfirmasi pilihan.

» Untuk keluar dari menu Pengaturan dasar -Q- tekan tombol (f) atau tombol W

Informasi perangkat

Informasi mengenai alat ukur seperti misalnya nomor seri, versi perangkat lunak, dan
lisensi dapat ditemukan di sini.

» Tekan singkat tombol 8 atau tekan dan tahan tombol @ untuk membuka menu
Pengaturan dasar £¥.

» Pilih menu Pengaturan alatﬁﬁ..

» Pilih § .

» Untuk keluar dari menu Pengaturan dasar £, tekan tombol @, atau tombol .
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Menghidupkan/mematikan sinyal suara :q»

» Tekan singkat tombol 8 atau tekan dan tahan tombol @ untuk membuka menu
Pengaturan dasar £¥.

» Pilih menu Pengaturan alat F-m.

» Pilih .

» Tekan tombol > atau tombol <@ untuk mengubah pilihan.

» Tekan tombol @ untuk mengonfirmasi pilihan .

» Untuk keluar dari menu Pengaturan dasar -Q- tekan tombol (f) atau tombol W

Mengatur waktu nonaktif @)
Waktu nonaktif otomatis dapat diatur: 2, 5, 10 menit atau tidak pernah.

» Tekan singkat tombol B atau tekan dan tahan tombol @ untuk membuka menu
Pengaturan dasar £}.

» Pilih menu Pengaturan alat .

» Pilih@.

» Tekan tombol > atau tombol <@ untuk mengubah pilihan.

» Tekan tombol @ untuk mengonfirmasi pilihan.

» Untuk keluar dari menu Pengaturan dasar -Q- tekan tombol é atau tombol W

Mengatur waktu redup -C-

Pencahayaan display diaktifkan permanen. Apabila tidak ada tombol yang ditekan,
pencahayaan display akan meredup setelah sekitar 30 detik untuk menghemat baterai.
Waktu mulainya peredupan dapat diatur.

» Tekan singkat tombol 8 atau tekan dan tahan tombol @ untuk membuka menu
Pengaturan dasar £¥.
» Pilih menu Pengaturan alat E}

» Pilih <G

160992A7E1|(14.12.2021) Bosch Power Tools



Bahasa Indonesia| 171

» Tekan tombol b atau tombol < untuk mengubah pilihan.
» Tekan tombol @ untuk mengonfirmasi pilihan.
» Untuk keluar dari menu Pengaturan dasar -Q- tekan tombol é atau tombol W

Mengatur kecerahan display -jc:)j-
Kecerahan display dapat disesuaikan dengan kondisi sekitar dalam beberapa level.

» Tekan singkat tombol #B¥ atau tekan dan tahan tombol @ untuk membuka menu
Pengaturan dasar £}.

» Pilih menu Pengaturan alat .

» Pilih 5=

» Tekan tombol > atau tombol <@ untuk mengubah pilihan.

» Tekan tombol @ untuk mengonfirmasi pilihan.

» Untuk keluar dari menu Pengaturan dasar -a- tekan tombol (f) atau tombol W

Mengaktifkan/menonaktifkan rotasi layar otomatis L&

Apabila rotasi layar otomatis diaktifkan, tampilan pada layar akan berputar secara
otomatis saat alat ukur diputar.

» Tekan singkat tombol J atau tekan dan tahan tombol @ untuk membuka menu
Pengaturan dasar £}.

» Pilih menu Pengaturan alat .

» Pilih B

» Tekan tombol > atau tombol <@ untuk mengubah pilihan.

» Tekan tombol @ untuk mengonfirmasi pilihan.

» Untuk keluar dari menu Pengaturan dasar -Q- tekan tombol (f) atau tombol W
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Fungsi pengukuran

Memilih/mengubah fungsi pengukuran
Temukan fungsi berikut pada menu fungsi:
- ~—Pengukuran panjang
- [ ]Pengukuran luas
- @ Pengukuran volume
- /| Pengukuran jarak tidak langsung
. A Pengukuran tinggi tidak langsung
» ] Pengukuran tinggi tidak langsung ganda
* .. Pengukuran panjang tidak langsung
* | Pengukuran trapesium
- [ﬂ Pengukuran luas dinding
- 17 Fungsi patok
- r=n Pengukuran kemiringan/waterpas digital
- -+ Pengukuran kontinu

» Tekan tombol @ untuk membuka menu Fungsi.
» Pilih fungsi pengukuran yang diinginkan dengan tombol b atau tombol 4

» Tekan tombol @ atau tombol 4 untuk mengonfirmasi pilihan.
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Fungsi bantuan terintegrasi ’?

Fungsi bantuan yang terintegrasi pada alat
* e ; ukur menawarkan detail animasi pada

tiap-tiap fungsi pengukuran/proses
QEQ pengukuran.
LN
» Buka menu Fungsi.
» Pilih fungsi yang diinginkan dengan
@ tombol > atau tombol <gdan tekan
: NA tombol #.
€ e ) Animasi akan menampilkan detail

prosedur untuk fungsi pengukuran
N yang dipilih.

» Tekan tombol J untuk menjeda

animasi atau melanjutkan animasi.

» Tekan tombol b atau 4 untuk menampilkan langkah selanjutnya atau sebelumnya.

Pengukuran panjang —

» Tekan tombol @ untuk membuka menu Fungsi.
» Pilih pengukuran panjang —— dan konfirmasi pilihan dengan tombol @
» Tekan singkat tombol 4 untuk menyalakan laser.

» Tekan tombol 4 untuk memulai pengukuran.
Nilai pengukuran akan ditunjukkan pada baris hasil (a) pada display bawah.
» Ulangi langkah di atas saat setiap kali mengukur.
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EER ) Saat melakukan beberapa pengukuran panjang secara
berturut-turut, hasil ukur yang terakhir akan ditunjukkan pada
4640 m baris nilai pengukuran (h). Nilai pengukuran terakhir terletak
9219 m ) Padadisplay bagian bawah, nilaikedua terakhir berada di
413919 m atasnya dan seterusnya.
18558 m

23198 m @
RNy

Pengukuran luas| |

» Tekan tombol @ untuk membuka menu Fungsi.

» Pilih pengukuran luas D dan konfirmasi pilihan dengan tombol @

» Tekan singkat tombol 4 untuk menyalakan laser.

» Tekan tombol 4\ untuk memulai pengukuran pertama, misalnya panjang ruang.

» Tekan tombol 4 untuk memulai pengukuran kedua, misalnya lebar ruang.

I TR Setelah pengukuran kedua selesai, luas permukaan secara
otomatis dihitung dan ditampilkan. Hasilnya akan ditunjukkan
pada baris hasil (a). Nilai pengukuran masing-masing dapat
4640 m ]—(h) ditemukan pada baris nilai pengukuran (h).

<% 9279 m
43050 m*—@

O /=]
Pengukuran volume )

» Tekan tombol @ untuk membuka menu Fungsi.
» Pilih pengukuran volume @ dan konfirmasi pilihan dengan tombol @
» Tekan singkat tombol 4 untuk menyalakan laser.

» Tekan tombol 4\ untuk memulai pengukuran pertama, misalnya panjang ruang.
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» Tekan tombol 4 untuk memulai pengukuran kedua, misalnya lebar ruang.

» Tekan tombol 4 untuk memulai pengukuran ketiga, misalnya tinggi ruang.

T Setelah pengukuran ketiga selesai, volume secara otomatis
g dihitung dan ditampilkan. Hasilnya akan ditunjukkan pada
I baris hasil (a). Nilai pengukuran masing-masing dapat
4640 m ditemukan pada baris nilai pengukuran (h).
%= 9279 m }(h)
13919 m
3
599.276 m’
g /[

Pengukuran jarak tidak langsung |

Pengukuran jarak tidak langsung digunakan untuk menentukan jarak yang tidak dapat
diukur secara langsung karena ada sesuatu yang menghalangi jalannya sinar atau tidak ada
permukaan target yang tersedia sebagai reflektor. Cara pengukuran ini hanya dapat
dilakukan dalam arah vertikal. Segala penyimpangan dalam arah horizontal akan
menyebabkan kesalahan dalam pengukuran.

Pengukuran jarak tidak langsung selalu kurang akurat bila dibandingkan dengan
pengukuran jarak langsung. Kesalahan pengukuran dapat lebih besar daripada pada
pengukuran jarak langsung tergantung pada penggunaannya. Untuk meningkatkan akurasi
pengukuran, direkomendasikan untuk menggunakan tripod (aksesori).

Saat menggunakan tripod, perhatikan bidang acuan yang telah diatur. (lihat
,Memilih bidang acuan“, Halaman 164)

Sinar laser akan tetap menyala di antara proses pengukuran tunggal.

Tersedia 4 fungsi pengukuran pada pengukuran jarak tidak langsung dan tiap-tiap fungsi
tersebut dapat digunakan untuk menentukan jarak yang berbeda-beda:

- _::'/;]Pengukuran tinggi tidak langsung

- ] Pengukuran tinggi tidak langsung ganda
- - Pengukuran panjang tidak langsung

- IJ Pengukuran trapesium
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Pengukuran tinggi tidak langsung ,]
A

Dengan pengukuran tinggi tidak langsung,
jarak AB dapat ditentukan dengan
mengukur jarak 1. Alat ukur akan
menghitung tinggi AB yang dicari dari
sudut  danjarak 1.

EJ E Hasil yang tepat hanya akan diperoleh jika
B

sudut siku-siku yang diperlukan pada tiap-
tiap pengukuran benar-benar dipatuhi.

» Tekan tombol @ untuk membuka menu Fungsi.

» Pilih pengukuran jarak tidak langsung A dan konfirmasi pilihan dengan tombol @
» Pilih pengukuran tinggi tidak Iangsung_::'/;]dan konfirmasi pilihan dengan tombol @
» Tekan singkat tombol 4 untuk menyalakan laser.

» Letakkan alat ukur pada tinggi titik ukur bawah B.

» Miringkan alat ukur sehingga laser mengarah ke titik ukur atas A.

» Tekan tombol 4 untuk memulai pengukuran.

Mg 3 em Setelah pengukuran selesai, tinggi secara otomatis dihitung
dan ditunjukkan pada baris hasil (a). Nilai pengukuran untuk
I jarak 1 dan sudut  terdapat di baris nilai pengukuran (h).
31116 m
+ 4500 ]*h’
20245 m @
s [%|
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Pengukuran tinggi tidak langsung ganda -::j:]

4

Dengan pengukuran tinggi tidak langsung
ganda, jarak AB dapat ditentukan dengan
mengukur jarak 1 dan 2. Alat ukur akan
menghitung tinggi AB yang dicari dari
sudut ¢ dan jarak 1 dan 2.

Untuk pengukuran ini, direkomendasikan
untuk menggunakan tripod.

» Tekan tombol @ untuk membuka menu Fungsi.

» Pilih pengukuran jarak tidak langsung A dan konfirmasi pilihan dengan tombol @

» Pilih pengukuran tinggi tidak langsung ganda -::j:] dan konfirmasi pilihan dengan

tombol funs.

» Tekan singkat tombol 4 untuk menyalakan laser.

» Miringkan alat ukur sehingga laser mengarah ke titik ukur atas A.

» Tekan tombol 4 untuk memulai pengukuran pertama.

» Miringkan alat ukur sehingga laser mengarah ke titik ukur bawah B. Saat
melakukannya, jangan mengubah posisi alat ukur.

» Tekan tombol 4 untuk memulai pengukuran kedua.

}(h)

—()

I
I 48873 m
456,335 m

355°

32852 m

< F

Setelah pengukuran selesai, tinggi secara otomatis dihitung
dan ditunjukkan pada baris hasil (a). Nilai pengukuran untuk
jarak 1, 2, dan sudut , terdapat di baris nilai pengukuran (h).
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Pengukuran panjang tidak langsung _c
» Tekan tombol @ untuk membuka menu Fungsi.
» Pilih pengukuran jarak tidak langsung A dan konfirmasi pilihan dengan tombol @

» Pilih pengukuran panjang tidak Iangsung__.zdan konfirmasi pilihan dengan tombol @

» Letakkan alat ukur pada titik awal A dari jarak AB yang dicari.

» Miringkan alat ukur sehingga laser mengarah ke bidang tempat titik akhir B juga
berada.

» Tekan tombol 4 untuk memulai pengukuran.

Dengan pengukuran panjang tidak langsung,
jarak AB dapat ditentukan dengan

mengukur jarak 1. Alat ukur menghitung
panjang AB yang dicari dari sudut ¢, dan
jarak 1.

pommo g o Setelah pengukuran selesai, panjang secara otomatis dihitung
dan ditunjukkan pada baris hasil (a). Nilai pengukuran untuk
I jarak 1 dan sudut  terdapat di baris nilai pengukuran (h).
153104 m ]—(h)
< 60.0°
16.552 M @
| /3]
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2

Dengan pengukuran trapesium, misalnya
panjang dari kemiringan atap dapat
ditentukan. Jarak AB dapat ditentukan
dengan mengukur jarak 1, 2, dan 3 dalam
urutan ini. Alat ukur akan menghitung
jarak AB yang dicari dari jarak 1, 2, dan 3.

®

Pastikan pengukuran jarak 3 dimulai tepat

pada titik akhir jarak 1 dan terdapat sudut

siku-siku antara jarak 1 dan 2 serta antara jarak 1 dan 3.

» Tekan tombol &3 untuk membuka menu Fungsi.

» Pilih pengukuran jarak tidak langsung /| dan konfirmasi pilihan dengan tombol @

» Pilih pengukuran trapesium |J dan konfirmasi pilihan dengan tombol @

» Tekan singkat tombol 4\ untuk menyalakan laser.

» Ukur jarak 1 dengan tom
» Ukur jarak 2 dengan tom
» Ukur jarak 3 dengan tom

BT s m

I 3624 m
4 245 m }(h)
4872 m

43% m —@
ad /%]

bol A.

bol A.

bol 4.

Setelah pengukuran selesai, jarak AB secara otomatis
dihitung dan ditunjukkan pada baris hasil (a). Nilai

pengukuran untuk jarak 1, 2, dan 3 terdapat di baris nilai
pengukuran (h).

Bosch Power Tools
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Pengukuran luas dinding )
o

Pengukuran luas dinding digunakan untuk
menentukan jumlah dari beberapa bidang
tunggal dengan ketinggian yang sama.
Syarat penghitungan luas permukaan yang
benar yakni panjang yang telah diukur
pertama (sebagai contoh, tinggi ruang H)
identik untuk semua luas permukaan
parsial. Pada contoh yang digambarkan,
luas keseluruhan beberapa dinding perlu
ditentukan yang memiliki tinggi ruang H

yang sama, tetapi panjang L yang berbeda.

» Tekan tombol @ untuk membuka menu Fungsi.
» Pilih pengukuran luas dinding I:ﬁ dan konfirmasi pilihan dengan tombol @

» Ukur tinggi ruang H seperti saat mengukur panjang.
Nilai pengukuran akan ditampilkan di baris nilai pengukuran bagian atas. Sinar laser
tetap menyala.

» Kemudian ukur panjang L1 dinding pertama.
Luas akan secara otomatis dihitung dan ditampilkan pada baris hasil. Nilai pengukuran

panjang terakhir terletak di baris nilai pengukuran bagian bawah. Sinar laser tetap
menyala.

» Selanjutnya, ukur panjang L2 dinding kedua.

Panjang LX lainnya dapat diukur secara opsional, kemudian nilai tersebut akan otomatis
ditambahkan dan dikalikan dengan tinggi H .

RS Nilai pengukuran tunggal yang ditampilkan pada baris nilai
pengukuran (h) akan ditambahkan ke panjang L1. Jumlah
I kedua panjang (ditampilkan di baris nilai pengukuran (h)
w2500 m bagian tengah) akan dikalikan dengan tinggi H yang
n4- 3899 m }(h) tersimpan. Nilai luas keseluruhan ditunjukkan pada baris
L 12558 m hasil (a) pada display bawah.
2
3L.3%B m* @
o /[
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Pada fungsi patok, bidang acuan merupakan penanda yang ditampilkan pada
display. Ujung alat ukur bukanlah bidang acuan.

k2 os0m

¥ "1.000 b

2 0500 m
< 1,000 m»

EI

4>/

ukuran panjang.

Fungsi patok akan mengukur panjang yang
ditentukan (jarak) secara berulang. Panjang
ini dapat dikirimkan ke permukaan untuk
memungkinkan pemotongan material
dengan panjang potongan yang sama atau
untuk mengatur dinding partisi pada
konstruksi drywall. Panjang minimal yang
dapat diatur sebesar 0,1 m, panjang
maksimal sebesar 50 m.

» Tekan tombol @ untuk membuka menu Fungsi.

» Pilih fungsi patok I dan konfirmasi pilihan dengan

» Tekan tombol Wl untuk mengatur panjang yang

» Atur panjang yang diinginkan dengan tombol {} atau

Tekan lama tombol J»> atau tombol <guntuk menambah

» Tekan tombol 4\ untuk memulai fungsi patok dan bergeraklah menjauhi titik awal.

Alat ukur terus mengukur jarak ke titik awal. Saat pengukuran, panjang yang telah
ditentukan serta nilai pengukuran saat ini akan ditampilkan. Panah bawah atau atas
menunjukkan jarak terpendek ke tanda selanjutnya atau sebelumnya.

Saat melakukan pengukuran kontinu, nilai yang diukur dapat ditetapkan sebagai
panjang yang ditentukan dengan menekan dan menahan tombol 4.

Bosch Power Tools
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[y

X 0.500m
500 mp=

0.81x 0.500m

[y
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Koefisien kiri menunjukkan seberapa sering panjang yang
ditentukan telah tercapai. Panah hijau samping pada display
menunjukkan panjang yang dicapai untuk tujuan penandaan.

Tanda panah merah dan tulisan merah menunjukkan nilai yang
sebenarnya jika nilai acuan berada di luar display.

Pengukuran kemiringan/waterpas digital o
Waterpas digital digunakan untuk memeriksa kesejajaran horizontal atau vertikal suatu

objek (misalnya mesin cuci,

kulkas, dIl.). Pengukuran kemiringan digunakan untuk

mengukur tanjakan atau kemiringan (misalnya pada tangga, selusur pagar, saat mengukur
mebel, saat mengatur posisi pipa, dIl.). Alat ukur akan beralih secara otomatis antara dua
fungsi apabila posisi alat ukur diubah.

» Tekan tombol @ untuk membuka menu Fungsi.

» Pilih pengukuran kemiringan/waterpas digital c=o dan konfirmasi pilihan dengan

tombol @

160992A7E1[(14.12.2021)
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Sisi bawah alat ukur digunakan sebagai bidang acuan untuk
waterpas digital.

» Untuk menggunakan waterpas digital, letakkan alat ukur
dengan bagian belakang alat menempel pada permukaan
yang akan diukur.

Pembacaan nilai pengukuran dapat dihentikan dengan
menekan tombol 4.

» Jika sudut kemiringan 3° terlampaui, bola pada display

akan menyala merah.

Sisi kiri alat ukur digunakan sebagai bidang acuan untuk
mengukur kemiringan. Jika display berkedip selama proses
pengukuran berlangsung, alat ukur terlalu miring ke samping.

» Untuk menggunakan pengukuran kemiringan, letakkan alat
ukur dengan permukaan samping di atas objek yang ingin
diukur kemiringannya.

Pembacaan nilai pengukuran dapat dihentikan dengan
menekan tombol 4.

B /%]

Pengukuran kontinu +-»
Pada pengukuran kontinu, nilai pengukuran akan terus-menerus diperbarui. Pengguna

dapat menjauh misalnya dari dinding hingga ke suatu jarak yang diinginkan selama jarak
saat ini selalu dapat terbaca.
N .
» Tekan tombol gung untuk membuka menu Fungsi.
» Pilih pengukuran kontinu -+ dan konfirmasi pilihan dengan tombol @
» Tekan singkat tombol 4 untuk menyalakan laser.

» Gerakkan alat ukur beberapa saat hingga jarak yang diinginkan muncul pada baris
hasil.

Pengukuran kontinu dapat dibatalkan dengan menekan singkat tombol 4.
» Tekan kembali tombol 4\ untuk melanjutkan pengukuran kontinu.
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I TR Nilai pengukuran saat ini ditampilkan pada baris hasil (a), nilai
pengukuran maksimal dan minimal ditampilkan pada baris
I nilai pengukuran (h).

1291 m
min h
max = 11623 m }( )

11623 m —@
R

Pengukuran kontinu akan nonaktif secara otomatis setelah 5 menit.

Fungsi memori

Nilai atau hasil akhir dari tiap pengukuran yang telah selesai akan tersimpan secara
otomatis. 50 nilai terakhir (nilai pengukuran atau hasil akhir) akan disimpan. Jika memori
penuh, nilai yang paling lama tersimpan akan ditimpa. Nilai terlama berada di posisi 1
dalam memori, nilai terbaru berada di posisi 50 (pada 50 nilai memori yang tersedia).

» Tekan tombol Wl untuk membuka fungsi memori.
Nilai terakhir akan ditampilkan.
» Tekan tombol > atau tombol <@ untuk menggulir nilai yang tersimpan.

0AT ) g 3 Angka nilai memori ditampilkan pada display bagian atas dan
132623 simbol fungsi pengukuran terkait ditampilkan di sebelah kiri.

Jika tidak ada nilai yang tersedia di memori, pada display
bagian bawah akan ditampilkan "0.000“ dan "0“ di bagian
48-873 m atas_
+-56.335m
3550

32.852m
=/

Menghapus nilai memori

» Tekan tombol # untuk menghapus nilai yang ditampilkan.

» Konfirmasi dengan tombol W

160992A7E1|(14.12.2021) Bosch Power Tools



Bahasa Indonesia | 185

Untuk menghapus seluruh nilai yang tersimpan, pada menu Pengaturan dasar -Q- pilih
item menu Hapus memori.
Menambah/mengurangi nilai

Menambabh nilai saat melakukan pengukuran panjang

» Pilih fungsi pengukuran panjang.
» Lakukan pengukuran pertama.
» Tekan tombol J.

» Lakukan pengukuran kedua.

Begitu pengukuran kedua selesai, hasil dari pengukuran kedua akan ditampilkan pada
baris nilai pengukuran (h) dan hasil akhir akan ditampilkan pada baris hasil (a).

Menambabh nilai saat melakukan pengukuran luas dan volume

» Pilih fungsi pengukuran luas atau pengukuran volume.

» Lakukan pengukuran luas atau pengukuran volume yang pertama.

» Tekan tombol J>.
» Lakukan pengukuran luas atau pengukuran volume yang kedua.

Begitu pengukuran kedua atau ketiga selesai, luas atau volume secara otomatis akan
dihitung dan ditampilkan. Hasilnya akan ditunjukkan pada baris hasil (a). Nilai
pengukuran masing-masing dapat ditemukan pada baris nilai pengukuran (h).

» Tekan tombol 4 untuk menampilkan hasil akhir dari penambahan nilai.

Hasil akhir akan ditunjukkan pada baris hasil (a). Hasil dari pengukuran luas atau
volume masing-masing dapat ditemukan pada baris nilai pengukuran (h).

Mengurangi nilai

» Untuk mengurangi nilai, tekan tombol 4 Prosedur selanjutnya sama dengan
"Menambah nilai".

Menghapus nilai pengukuran
Nilai pengukuran yang ditentukan terakhir pada semua fungsi pengukuran dapat dihapus
dengan menekan singkat tombol é .
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Dengan menekan singkat tombol é beberapa kali, nilai pengukuran akan dihapus dalam
urutan sebaliknya.

Antarmuka Bluetooth®

Pengiriman data ke perangkat lain

Alat pengukur dilengkapi dengan modul Bluetooth® yang memungkinkan pengiriman data
ke perangkat seluler tertentu dengan antarmuka Bluetooth® (misalnya smartphone,
tablet) melalui teknologi radio.

Informasi mengenai persyaratan sistem yang diperlukan untuk koneksi Bluetooth® dapat
dilihat pada situs internet Bosch di www.bosch-pt.com.

» Informasi lebih lanjut dapat ditemukan di halaman produk Bosch.

Ketika mengirim data melalui Bluetooth®, dapat terjadi penundaan waktu antara
perangkat seluler dan alat pengukur. Hal ini dapat disebabkan oleh jarak antara kedua
perangkat atau oleh objek pengukuran itu sendiri.

Pengaktifan antarmuka Bluetooth® untuk pengiriman data pada perangkat
seluler

f) + Pastikan antarmuka Bluetooth® telah diaktifkan pada
perangkat seluler.

05.05.2017 E]‘ l =
12612 . 2~
» Tekan singkat tombol B atau tekan dan tahan tombol §ung

‘ 8.179 m untuk membuka menu Pengaturan dasar $3}.

+13910m > Pilih 3.
18558 m » Tekan tombol > atau tombol <@ untuk memilih 3 .

2 1JO H » Tekan tombol @ untuk mengonfirmasi pilihan.
= /% Simbol Bluetooth® ditampilkan pada display dengan warna
putih (f).

Aplikasi Bosch tersedia untuk memperluas cakupan fungsi. Aplikasi ini dapat diunduh di
App Store terkait menyesuaikan perangkatnya.

Setelah memulai aplikasi Bosch, koneksi antara perangkat seluler dengan alat ukur akan
dibuat. Pilih alat ukur yang tepat sesuai dengan nomor seri jika ditemukan beberapa alat
ukur yang aktif. Nomor seri (15) dapat ditemukan di label alat ukur.
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Penonaktifan antarmuka Bluetooth®

» Tekan singkat tombol 8 atau tekan dan tahan tombol @ untuk membuka menu
Pengaturan dasar £¥.

» Pilih .

» Tekan tombol > atau tombol <@ untuk memilih .

» Tekan tombol @ untuk mengonfirmasi pilihan.
Simbol Bluetooth® ditampilkan pada display dengan warna abu-abu.

Pemeriksaan akurasi
Periksa akurasi pengukuran kemiringan dan pengukuran jarak secara berkala.

Pemeriksaan akurasi dan kalibrasi pengukuran kemiringan

» Untuk melakukannya, letakkan alat ukur pada meja dan ukur kemiringannya.
» Putar alat ukur sebesar 180° dan ukur kembali kemiringannya.

Selisih nilai yang ditampilkan tidak boleh melebihi 0,3°.
Apabila terdapat selisih yang lebih besar, alat ukur harus dikalibrasi ulang.

» Tekan dan tahan tombol @ untuk mengakses menu Fungsi dasar.
» Pilih Gz dan konfirmasi pilihan dengan tombol @
» Ikuti petunjuk pada display.

Jika alat mengalami benturan atau perubahan suhu yang besar, direkomendasikan

untuk melakukan pemeriksaan akurasi dan bila perlu kalibrasi alat ukur. Setelah
mengalami perubahan suhu, suhu alat ukur harus disesuaikan beberapa saat sebelum
kalibrasi dilakukan.

Pemeriksaan akurasi pada pengukuran jarak

Untuk memeriksa akurasi, pengukuran sebaiknya dilakukan pada kondisi yang
menguntungkan, yakni jarak pengukuran berada di dalam ruangan dan permukaan target
pengukuran harus mulus serta memantulkan cahaya dengan baik (misalnya dinding bercat
putih).
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» Pilih jarak pengukuran dengan panjang dari sekitar 3 hingga 10 m dan panjangnya
dapat diketahui dengan pasti (misalnya lebar ruangan, bukaan pintu).
» Ukur jarak sebanyak 10 kali secara berturut-turut.

Penyimpangan pada pengukuran tunggal dari nilai rata-rata tidak boleh lebih dari
+2 mm terhadap seluruh jarak pengukuran pada kondisi yang menguntungkan.
Catatlah pengukuran tersebut untuk dapat membandingkan akurasinya di lain waktu.

Pemeriksaan akurasi dan kalibrasi display target (tanda bidik)
Periksa akurasi keselarasan laser dan display target secara berkala.

» Untuk melakukannya, pilih area yang cerah dengan cahaya seminim mungkin (misalnya
dinding putih) pada jarak minimal 5 m sebagai target.
» Periksa pada display apakah titik laser berada di dalam display target.
Jika titik laser berada di luar display target, display target harus dikalibrasi ulang.
Melakukan kalibrasi ulang display target

» Tekan dan tahan tombol @ untuk mengakses menu Fungsi dasar.

» Pilih &3 dan konfirmasi pilihan dengan tombol .

» Ikuti petunjuk pada display.

Bekerja dengan tripod (aksesori)
Tripod sangat diperlukan saat melakukan pengukuran jarak yang lebih besar.

» Letakkan alat ukur dengan ulir 1/4" (17) pada pelat penggantian cepat tripod (27)
atau tripod foto pada umumnya.

» Kencangkan alat ukur dengan sekrup pelat penggantian cepat.

» Atur bidang acuan untuk pengukuran dengan tripod (lihat ,Memilih bidang acuan®,
Halaman 164).

Pesan gangguan
Alat ukur memantau ketepatan fungsi pada setiap pengukuran. Apabila terdapat
kerusakan, display hanya akan menampilkan simbol di sebelahnya dan alat ukur
akan mati. Pada situasi tersebut, kirimkan alat ukur ke layanan pelanggan Bosch
melalui dealer Anda.
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Mengatasi gangguan

Peringatan suhu

Peringatan suhu berkedip, pengukuran tidak dapat dilakukan

Penyebab: Alat ukur berada di luar suhu pengoperasian sebesar -10°C hingga +45°C
(pada fungsi pengukuran kontinu hingga +40°C)

Solusi: Tunggu hingga alat ukur mencapai suhu pengoperasian

"ERROR" pada display

Tampilan "ERROR" pada display

Penyebab: Penambahan/pengurangan nilai pengukuran dengan satuan ukur yang
berbeda

Solusi: Tambahkan/kurangi nilai pengukuran hanya dengan satuan ukur yang sama
Penyebab: Sudut antara sinar laser dan target terlalu lancip

Solusi: Perlebar sudut antara sinar laser dan target

Penyebab: Pantulan pada permukaan target terlalu kuat (misalnya cermin) atau terlalu
lemah (misalnya material berwarna hitam) atau cahaya sekitar terlalu terang
Solusi: Gunakan reflektor sinar laser (aksesori)

Penyebab: Outlet sinar laser (19) atau lensa penerima (18) berembun (misalnya karena
perubahan suhu yang cepat)

Solusi: Seka outlet sinar laser (19) atau lensa penerima (18) dengan kain lembut hingga
kering

Penyebab: Nilai yang dihitung lebih besar dari 1 999 999 atau kurang dari -999 999 m/
mZ/mIi
Solusi: Bagi penghitungan di pertengahan proses

Kalibrasi

Tampilan "CAL" dan tampilan "ERROR" pada display

Penyebab: Kalibrasi pengukuran kemiringan tidak dilakukan dalam urutan yang tepat atau
dalam posisi yang tepat

Solusi: Ulangi kalibrasi sesuai dengan petunjuk pada display dan panduan pengoperasian
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Penyebab: Area yang digunakan untuk kalibrasi tidak tepat dalam posisi vertikal atau
horizontal

Solusi: Ulangi kalibrasi pada permukaan vertikal atau horizontal dan jika perlu periksa
permukaan sebelumnya dengan waterpas

Penyebab: Alat ukur digerakkan atau dimiringkan saat tombol ditekan

Solusi: Ulangi kalibrasi dan tahan alat ukur saat menekan tombol agar alat tidak bergeser
atau bergerak di atas permukaan

Hasil pengukuran

Hasil pengukuran tidak meyakinkan

Penyebab: Permukaan target tidak memantulkan dengan jelas (misalnya air, kaca)
Solusi: Tutupi permukaan target

Penyebab: Outlet sinar laser (19) atau lensa penerima (18) terhalang
Solusi: Jaga kebersihan outlet sinar laser (19) dan lensa penerima (18)

Hasil pengukuran tidak logis
Penyebab: Terdapat penghalang di jalur sinar laser
Solusi: Pastikan titik laser benar-benar berada di atas permukaan target

Penyebab: Memilih bidang acuan yang tidak tepat
Solusi: Pilih bidang acuan menyesuaikan pengukurannya

Bluetooth®

Bluetooth® tidak dapat diaktifkan
Penyebab: Baterai terlalu lemah
Solusi: Ganti baterai atau isi daya baterai alat ukur

Tidak ada sambungan Bluetooth®

Tidak ada sambungan Bluetooth®, Tampilan "ERROR" pada display
Penyebab: Gangguan pada sambungan Bluetooth®

Solusi:
- Periksa apakah Bluetooth® telah aktif (pada alat ukur maupun pada perangkat seluler)
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- Nonaktifkan Bluetooth® lalu aktifkan kembali (pada alat ukur maupun pada perangkat
seluler)

- Periksa aplikasi pada perangkat seluler

- Pastikan perangkat seluler tidak mengalami kelebihan beban

- Perpendek jarak antara alat ukur dan perangkat seluler

- Hindari penghalang (misalnya beton baja, pintu logam) antara alat ukur dan perangkat
seluler; jaga jarak dengan sumber gangguan elektromagnetis (misalnya transmitter
WLAN)

Perawatan dan servis

Perawatan dan pembersihan

Simpan dan bawalah alat pengukur hanya di dalam kantong pelindung yang telah
disertakan.

Jaga kebersihan alat.

Jangan memasukkan alat pengukur ke dalam air atau cairan lainnya.

Jika alat kotor, bersihkan dengan lap yang lembut dan lembap. Jangan gunakan bahan
pembersih atau zat pelarut.

Bersihkan terutama lensa penerima (18), outlet sinar laser (19), dan kamera (20) dengan
cermat: Pastikan tidak ada kotoran yang tertinggal pada lensa penerima, outlet sinar laser,
dan kamera. Bersihkan lensa penerima, outlet sinar laser, dan kamera hanya dengan alat
yang juga cocok untuk lensa kamera. Jangan pernah mengusap kotoran pada lensa
penerima, outlet sinar laser, dan kamera atau membersihkan dengan benda yang tajam
(risiko tergores).

Saat alat akan dibawa untuk diperbaiki, simpan alat ukur di dalam tas pelindung (21).

Layanan pelanggan dan konsultasi penggunaan

Layanan pelanggan Bosch menjawab semua pertanyaan Anda tentang reparasi dan
perawatan serta tentang suku cadang produk ini. Gambaran teknis (exploded view) dan
informasi mengenai suku cadang dapat ditemukan di: www.bosch-pt.com

Tim konsultasi penggunaan Bosch akan membantu Anda menjawab pertanyaan seputar
produk kami beserta aksesorinya.

Jika Anda hendak menanyakan sesuatu atau memesan suku cadang, selalu sebutkan
nomor model yang terdiri dari 10 angka dan tercantum pada label tipe produk.

Indonesia
PT Robert Bosch
Palma Tower 10th Floor
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Jalan RA Kartini II-S Kaveling 6

Pondok Pinang, Kebayoran Lama
Jakarta Selatan 12310

Tel.: (021) 3005 5800

Fax: (021) 3005 5801

E-Mail: boschpowertools@id.bosch.com
www.bosch-pt.co.id

Alamat layanan lainnya dapat ditemukan di:
www.bosch-pt.com/serviceaddresses

Aksesori
Aksesori dapat ditemukan melalui tautan yang disediakan di situs web Bosch

Reflektor sinar laser (24)
2607001391

Kacamata laser (merah) (25)
1608 MO0 05B
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Tripod BT 150 (26)
0601 096 BOO
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